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MARYLAND DEPARTMENT OF THE ENVIRONMENT 
1800 Washington Boulevard ● Baltimore Maryland   21230-1719 

1-800-633-6101● http://www.mde.state.md.us 
 

Colonial Pipeline  
Dorsey Junction Facility 

929 Hood’s Mill Road, Woodbine 
Carroll County, Maryland 
Case No. 1988-1722-CL 

 
The Maryland Department of the Environment (MDE), Oil Control Program (OCP), continues to oversee cleanup activities 
related to petroleum releases at the Colonial Pipeline Dorsey Junction Tank Farm property located in Carroll County.  The 
Dorsey Junction facility has 21 aboveground breakout tanks used for the temporary storage of various fuel products as part 
of the Colonial Pipeline distribution system.  The Department permits this facility under Permit No. 2003-ODS-3068 and 
OPT-3068. 
 
In January 1980, the Maryland Department of Natural Resources-Water Resources Administration (precursors to the MDE) 
issued a Site Complaint to Colonial Pipeline in response to a leak of an indeterminate quantity of petroleum product from a 
pump area served by a 32-inch underground line.  Petroleum product was observed in a marshy area on the Dorsey Junction 
property.  Product recovery began with the installation of an interceptor trench in the marsh area.  Recovery efforts have 
been ongoing for over 25 years and, during cleanup activities, several small releases have occurred at the facility.  
 
Over 80,000 gallons of product has been recovered to date (over 79,800 gallons from the five recovery wells installed in the 
interceptor trench and over 220 gallons from several monitoring wells).  Recovered petroleum product is recycled into the 
facility’s operations.  Skimmer pumps continue to operate in two monitoring wells.  Groundwater extracted from the 
recovery trench is treated with an air stripper to remove dissolved contamination.  
 
The site is bordered to the west by private properties along Morgan Road and is approximately 1/3 mile north of the South 
Branch Patapsco River.  Regional groundwater flow direction is to the southeast primarily through fractures and joints in the 
bedrock and is recharged by precipitation.  The site and vicinity are served by private drinking water wells.  Between 1996 
and 2004, Colonial Pipeline periodically sampled nine private drinking water wells in the Morgan Road area.  Currently 
Colonial Pipeline is responsible for maintaining granular activated carbon (GAC) filtration systems on two private wells. 
 
■ 9 private drinking water wells have been sampled: 

• 7 wells - No detectable levels of MTBE  
• 1 well   - Detectable levels of MTBE between 5 and 10 ppb 

7533 Morgan Road MTBE at 5.6 ppb detected in 1996 (GAC installed 09/1997) 
(between 2001-2004, MTBE was non detect in the pre-treated sample) 

• 1 well  - MTBE detected above 20 ppb.   
  7619 Morgan Road MTBE at 110 ppb detected in 1996 (GAC installed 04/1997) 
  (since 2002,  MTBE has been non detect in the pre-treated sample) 
 
Chronology: 
■ 1980:  DNR-WRA received Monthly Progress Report. 

• January 9, 1980:  Installation of interceptor trench and beginning of product recovery in marsh area. 
• Approximately 9 to 266 gallons of product recovered on a monthly basis. 
• Annual Total of 1,240 gallons of product recovered. 

 
■ 1981:  DNR-WRA received Monthly Progress Report. 

• Approximately 92 to 299 gallons of product recovered on a monthly basis. 
• Annual total of 1,977 gallons of product recovered. 
 

■ 1982:  DNR-WRA received Monthly Progress Report. 
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• Approximately 14 to 99 gallons of product recovered on a monthly basis. 
• Annual total of 501 gallons of product recovered. 

 
■ August 10, 1982:  Investigation to Determine the Source of Released Petroleum Products at the Dorsey Facility in 

Woodbine, Maryland Phase II submitted to Colonial Pipeline. 
• Former refuse pit is likely source. 
• 5 monitoring wells installed downgradient of the meter & pump area. 

 
■ 1983:  DNR-WRA received Monthly Progress Report. 

• Annual total of 108 gallons of product recovered. 
 

■ 1984:  DNR-WRA received Monthly Progress Report. 
• November 2, 1984:  DNR-WRA received spill report for an unknown amount of #2 heating oil. 
• 3,205 to 6,153 gallons of product recovered on a monthly basis after automatic recovery began in 09/1984. 
• Annual total of 19,356 gallons of product recovered. 
 

■ 1985:  DNR-WRA received Monthly Progress Reports. 
• Product recovery decreased from 4,712 to 145 gallons on a monthly basis. 
• Annual total of 19,324 gallons of product recovered. 

 
■ 1986:  DNR received Monthly Progress Reports.  

• Approximately 27 to 297 gallons of product recovered on a monthly basis. 
• Annual total of 1,469 gallons of product recovered. 

 
■ 1987:  DNR received Monthly Progress Reports.  

• Approximately 27 to 295 gallons of product recovered on a monthly basis. 
• Annual total of 1,702 gallons of product recovered. 

 
■ 1988:  MDE-OCP received Monthly Progress Reports.  

• Approximately 27 to 217 gallons of product recovered on a monthly basis. 
• Annual total of 1566 gallons of product recovered. 
• August 10, 1988:  MDE-OCP on site to meet about improving recovery system performance. 

 
■ 1989:  MDE conducted periodic site visits to gauge the recovery efforts and received Monthly Progress Report/Product 

Recovery System. 
• January 24, 1989:  MDE issued Notice of Violation NV-89-085 requiring the following: 

− Complete a hydrogeological study; and  
− Install a petroleum recovery system.  

• March 29, 1989:  MDE-OCP received Proposals for Groundwater Remediation and Further Hydrogeologic 
Investigation. 
− Improved recovery trench.  
− Five additional deeper monitoring wells.  

• August 28, 1989:  MDE-OCP received First Quarterly Report on Remediation of Contaminated Groundwater. 
− Improved recovery trench completed.  
− 7 new monitoring wells were installed.  

• August 22, 1989:  MDE-OCP issued COV-90-003 to Colonial Pipeline.  
• Approximately 27 to 217 gallons of product recovered on a monthly basis. 
• Annual total of 3,030 gallons of product recovered. 

 
■ 1990:  MDE-OCP conducted periodic site visits to gauge recovery efforts and received Monthly Progress 

Report/Product Recovery System. 
• Seismic survey shows bedrock confining layer controlling flow in uppermost aquifer. 
• Total petroleum product recovered since trench renovation (5/5/89): 5,821 gallons.  
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• 10 additional monitoring wells drilled. 
• On June 15, 1990, MDE-OCP was on-site to observe the removal of three USTs. 
• Annual total of 4,436 gallons of product recovered. 

 
■ 1991:  MDE-OCP conducted periodic site visits to gauge the recovery efforts and received Monthly Progress 

Report/Product Recovery System. 
• Contamination plume delineated with 31 soil borings.  
• Appears to extend to the southwest towards the interceptor trench from the meter/pump area. 
• West side of tank farm does not appear to be contributing.  
• On December 12, 1991 MDE-OCP visited the site to inspect a report of a gasoline release. 
• Total petroleum product recovered since trench renovation (5/5/89): 15,662 gallons.  
• Annual total of 9,750 gallons of product recovered. 

 
■ 1992:  MDE-OCP received Monthly Progress Report/Product Recovery System. 

• In December 1991, the air stripper effluent exceeded BTEX concentration limits during the annual report.   
• Monthly compliance effluent samples exhibited elevated BTEX concentrations.  
• Benzene concentration reached 977 ppb on 7/9/92.  
• Total petroleum product recovered since trench renovation (5/5/89): 20,357 gallons.  
• Annual total of 4,220 gallons of product recovered. 

 
■ 1993:  MDE-OCP received Monthly Progress Report/Product Recovery System. 

• Installation of 16 new groundwater monitoring wells (MW19 to MW34) within diked areas 
• Groundwater contamination detected in MW22 near tank 1013.  
• Total petroleum product recovered since trench renovation (5/5/89): 21,447 gallons.  
• Annual total of 975 gallons of product recovered. 

 
■ 1994:  MDE-OCP conducted periodic site visits to gauge recovery efforts and received Monthly Progress 

Report/Product Recovery System. 
• November 3, 1994:  MDE-OCP notified that product was found in MW-26 for the first time. 
• Total petroleum product recovered since trench renovation (5/5/89): 21,765 gallons.  
• Annual total of 293 gallons of product recovered. 

 
■ 1995:  MDE-OCP conducted periodic site visits to gauge recovery efforts and received Monthly Progress 

Report/Product Recovery System. 
• February 28, 1995:  MDE-OCP received Work Plan to Delineate the Extent of Impacted Soil and Groundwater at 

the Dorsey Junction Station-February 24, 1995. 
− Direct push sampling. On-site mobile laboratory. 

• April 28, 1995:  MDE issued Notice of Violation NV-95-112. 
− Complete a hydrogeological study. 
− Install a petroleum recovery system.  

• May 16, 1995:  Site Assessment Report summarized the sampling results of 27 direct push points. 
− Soil samples were below cleanup levels for petroleum constituents 
− Dissolved phase hydrocarbon plume migrating southwesterly from MW-26 (approximate spill location).  

• June 19, 1995:  MDE-OCP received Tank 1050 Assessment Work Plan-June 16, 1995. 
− Delineate extent of liquid phase hydrocarbons (i.e. product).  
− Identify the level of contamination at the western fence line. 
− Perform initial aquifer testing.  

• July 3, 1995:  MDE-OCP approved Tank 1050 Assessment Work Plan-June 16, 1995. 
− Additional geoprobe points may be required.  
− Obtain information about drinking water wells. 
− Sample all wells that do not contain product.   
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• August 30, 1995:  MDE-OCP received report of a 10-gallon kerosene leak.  Contaminated soil excavated and 
drummed for disposal.  

• September 18, 1995:  MDE-OCP issued COV-95-013 to Colonial Pipeline. 
• October 19, 1995:  MDE-OCP received Monthly Progress Report/Product Recovery System. 

− Short-term pump tests on MW-35 and 37 to evaluate future corrective action measures. 
• Total petroleum product recovered since trench renovation (5/5/89): 23,301 gallons.  
• Annual total of 1,553 gallons of product recovered. 

 
■ 1996:  MDE-OCP conducted periodic site visits to gauge the recovery efforts and received Monthly Progress 

Report/Product Recovery System. 
• March 18, 1996:  MDE-OCP received Corrective Action Plan-March 1996. 

− Direct push survey indicated minimal impact to soils in the vicinity of tank 1050. 
− Product found in 3 borings and 3 wells south of tank 1050, but none west. 
− Continue automatic skimmer recovery. 
− Quarterly groundwater samples from MW-19, 20, 25, 36, 38, 41, 42, and 43. (See Table 1.) 

• May 15, 1996:  MDE-OCP received sample results for an off-site private drinking water well.  
− 7533 Morgan Road   MTBE at 5.6 ppb 

• June 7, 1996:  MDE-OCP received report of soil removal.  Petroleum hydrocarbons exceeded 100 ppm. 
− 6,204 tons of soil transported offsite for recycling.  

• Total petroleum product recovered since trench renovation (5/5/89): 24,868 gallons.  
• Annual total of 1,566 gallons of product recovered. 

 
■ 1997:  MDE-OCP conducted periodic site visits to gauge recovery efforts and received Monthly Progress 

Report/Product Recovery System. 
• January 29, 1997:  MDE-OCP received Monthly Progress Report/Product Recovery System. 

− Passive bailers installed in MW1A, 5A, 6, 23, 26, 28, 33, 35, and 37. 
− 12/18/96 sampling event for the private well. (See Table 3.) 

• March 5, 1997:  MDE-OCP directed Colonial Pipeline to install a GAC system at 7533 Morgan Road. 
• March 31, 1997:  Pilot test of High Vacuum Extraction of 10 monitoring wells.  

− Limited product flow indicated its marginal suitability. 
• April 28, 1997:  MDE-OCP received Morgan Road Home Owners Well Sampling Events. (See Table 3.) 
• May 21, 1997:  MDE-OCP received Morgan Road Home Owner Sampling Event #2. (See Table 3.) 
• GAC system installed at 7619 Morgan Road (Merashoff residence) on 04/1997. 
• GAC system installed at 7533 Morgan Road (Loveless residence) on 09/1997. 
• September 12, 1997:  MDE-OCP received report of a 100-gallon hydraulic oil leak. 

− Total petroleum product recovered: 15 gallons.  
− Six cubic yards of soil excavated.  

• October 3, 1997:  MDE-OCP received report of a 1-gallon leak at a pipe elbow. 
− Total petroleum product recovered equaled 1 gallon.  
− One cubic yard of soil excavated.  

• Total petroleum product recovered since trench renovation (5/5/89): 26,312 gallons.  
• Annual total of 1,603 gallons of product recovered. 

  
■ 1998:  MDE-OCP received Monthly Progress Report/Product Recovery System. 

• May 1, 1998:  MDE-OCP received Morgan Road Home Owner Sampling Update. 
− Quarterly sampling of 9 private wells. (See Table 3.) 

• Total annual petroleum product recovered from trench: 1,322.27 gallons.  
• Total annual petroleum product recovered from monitoring wells: 40.50 gallons.  
• Total fluids treated/recovered from trench: 48,308,158 gallons.  
• Annual average fluids treated per day: 17,122 gallons. 
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■ 1999:  MDE-OCP received Monthly Progress Report/Product Recovery System. 

• Total annual petroleum product recovered from trench: 560.92 gallons. 
• Total annual petroleum product recovered from monitoring wells: 39.91 gallons.  
• Total fluids treated/recovered from trench: 54,017,413 gallons.  
• Annual average fluids treated per day: 15,496 gallons.  

 
■ 2000:  MDE-OCP received Monthly Progress Report/Product Recovery System. 

• Total annual petroleum product recovered from trench: 333.48 gallons.  
• Total annual petroleum product recovered from monitoring wells: 48.13 gallons.  
• Total fluids treated/recovered from trench: 60,277,936 gallons.  
• Annual average fluids treated per day: 16,875 gallons.  
  

■ 2001:  MDE-OCP received Quarterly Progress Report/Product Recovery System. 
• Total annual petroleum product recovered from trench: 326.00 gallons.  
• Total annual petroleum product recovered from monitoring wells: 46.55 gallons.  

 
■ 2002:  MDE-OCP received Quarterly Progress Report/Product Recovery System. 

• Total annual petroleum product recovered from trench: 206.19 gallons.  
• Total annual petroleum product recovered from monitoring wells: 39.87 gallons.  

 
■ 2003: MDE received Progress Report/Product Recovery System.  

• In April 2003, total fluids treated/recovered from trench: 70,193,735 gallons.  
• By April 2003 the annual average fluids treated per day: 22,813 gallons.  
• Total annual petroleum product recovered from monitoring wells: 18.62 gallons.  
• Total annual petroleum product recovered from trench: 161.2 gallons.  
 

■ 2004: MDE received Quarterly Product Recovery Reports. 
• Total annual petroleum product recovered from trench: 107.68 gallons.  
• Total annual petroleum product recovered from monitoring wells: 24.75 gallons.  

 
■ 2005: MDE received Quarterly Product Recovery Reports. 

• Total annual petroleum product recovered from trench: 52.63 gallons.  
• Total annual petroleum product recovered from monitoring wells: 28.87 gallons.  

 
■ June 7, 2005: MDE received historical sampling results for private wells sampled by Colonial Pipeline. (See Table) 

 
■ 2006: MDE conducted periodic site visits and received Quarterly Product Recovery Reports. 

• April 7, 2006: MDE-OCP on site for recovery system check and update 
− Colonial Pipeline collected samples from GAC systems.  (See Table ) 
− Annual total fluids treated: 11,560 gallons.  

 
■ April 28, 2006:  MDE received First Quarter 2006 Product Recovery Report-April 25, 2006. 

• Total quarterly petroleum product recovered from trench: 22.47 gallons.  
• Total quarterly petroleum product recovered from monitoring wells: 3.9 gallons.  

 
■ August 7, 2006:  MDE received Second Quarter 2006 Product Recovery Report-August 4, 2006. 

• Total quarterly petroleum product recovered from trench: 29.62 gallons.  
• Total quarterly petroleum product recovered from monitoring wells: 4.20 gallons.  
 

■ October 25, 2006.  MDE letter to Colonial Pipeline requiring the completion of the following activities 
• No later than November 27, 2006, conduct a supplemental round of sampling from all monitoring wells 
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• As necessary, redevelop all wells to establish connection with the aquifer 
• Sample the on-site potable well on quarterly basis 
• Beginning in December 2006, conduct annual sampling of 7551, 7539, 7561, 7619, 7731 & 7733 Morgan Rd. 
• Beginning in December 2006, conduct semi-annual sampling of 7533 and 7619 Morgan Rd. 
• Identify all wells with a ½ mile radius and submit information on a map 
• No later than January 30, 2007, submit a report regarding the supplemental round of sampling including a site 

conceptual model 
 

■ November 21, 2006.  MDE received the Third Quarter Report-November 17, 2006. 
• Total annual petroleum product recovered from trench: 100.22 gallons.  
• Total annual petroleum product recovered from monitoring wells: 12.05 gallons.  
• Quarterly monitoring well sampling results. (See Table 1.) 

 
■ December 11, 2006.  MDE-OCP received Colonial Pipeline’s response  to the directive letter dated 10/25/06. 

• Request for elimination of TPH-DRO and GRO from sampling requirements for the groundwater monitoring wells 
and potable supply well. 

• Request to allow for the use of EPA Method 8260 instead of EPA Method 524.2 when analyzing samples collected 
from the on-site potable supply well.   

• Request for an extension regarding the submittal of the supplemental sampling assessment report and site 
conceptual model to March 30, 2007. 

• Verification that 7619 Morgan Road will be sampled on a semi-annual basis; 7529 and 7603 Morgan Road to be 
sampled on an annual basis. 

 
■ January 10, 2007.  MDE-OCP letter responding to Colonial Pipeline’s correspondence received 12/11/06.   

• MDE-OCP requires all samples collected from the monitoring wells to be analyzed for full suite VOCs using EPA 
method 8260 and TPH/DRO and GRO using EPA Method 8015B 

• Samples collected from the drinking water well must be analyzed using EPA Method 524.2.  EPA Method 8260 
may be used as a follow up testing procedure. 

• Extension request granted to allow for the submittal of the supplemental sampling assessment report and site 
conceptual model no later than March 30, 2007. 

• Correct addresses for off-site sampling verified. 
 
■ January 26, 2007.  MDE-OCP received the results of water samples collected from nearby private potable supply wells.  

(See Table ). 
 
■ March 12, 2007. MDE-OCP received copies of letters to Carroll County, Howard County and MDE requesting well 

completion reports for potable supply wells identified within ¼ mile of the site. 
 
■ April 6, 2007. MDE-OCP received Supplemental Site Assessment Report - March 30, 2007 which concluded: 

• Two areas of contamination (southeast and west) 
− Limited residual soil contamination 
− LPH present in a small area and decreasing with ongoing recovery. 
− Dissolved-phase hydrocarbons in groundwater.  

• Groundwater flow and contamination generally follow topography.  
• No impact to deep groundwater on-site or off-site. 
• Contamination in the west region is attenuating and stationary 
• Operation of the interceptor trench contains the southeast migration. 

 
■ May 14, 2007. MDE-OCP received Results of 1st Quarterly sampling 2007 - May 10, 2007. 

• No petroleum product recovered from recovery wells during this period.  
• Total petroleum product recovered by bailing from monitoring wells: 2.5 gallons.  
• 89,364,168 gallons of groundwater treated as of 3/12/2007. 
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■ May 18, 2007. MDE-OCP received Work Plan - May 16, 2007. Colonial Pipeline proposed the following;  
• Continue regular groundwater monitoring: 

− Monthly gauging of 14 monitoring wells that have ever exhibited LPH.  
− Quarterly gauging of all 37 on-site monitoring wells.  
− Semi-annual sampling of 12 perimeter monitoring wells and 3 on-site supply wells.  
− Annual sampling of 19 on-site monitoring wells.  

• Dual-Phase Vacuum Extraction pilot test events on MW-10, 22, & 33.  
• Abandon MW-4A, 9, 14, and 24 as no longer useful.  
• Continue operation of the interceptor trench recovery. 
• Discontinue GAC treatment at off-site residences. 
• Discontinue off-site regular groundwater monitoring. 

 
Future Activities: 
■ MDE-OCP letter to Colonial Pipeline’s comment on the proposed Work Plan - May 16, 2007. The Department 

anticipates;  
• Approving the gauging frequency as proposed (i.e. monthly gauging of 14 monitoring wells that have ever exhibited 

LPH; and, quarterly gauging of all 37 on-site monitoring wells). 
• Denying changes to sampling frequency for the monitoring well network and on-site supply wells. 
• Approving well abandonment of MW-4A, 9, 14, and 24 since they have been dry. 
• Approving Dual-Phase Vacuum Extraction pilot test events to be conducted on MW-10, 22, & 33.  
• Approving continued operation of the interceptor trench and monitoring well recovery. 
• Denying the proposed discontinuance of the GAC treatment at off-site residences. 
• Conduct off-site regular groundwater monitoring. 

■ Recovery continues from the interceptor trench 
■ Skimmer pumps continue to operate in two monitoring wells. 
■ Colonial Pipeline continues to sample on an annual basis 9 private drinking water wells in the area. 
■ In addition, Colonial Pipeline is responsible for the operation and maintenance of the GAC systems on 2 private wells 

that had petroleum impacts. 
 
Related Cases 
■ Case Nos.  1985-5063-CL (closed), 1989-0485-CL (closed), 1996-2374-CL (closed), 2005-0790-CL (closed) 
 
Future Updates  
■ Future updates on this case investigation will be posted at www.mde.state.md.us [at the MDE home page, (select) Land, 

(select) Program, (select) Oil Control, (select) Remediation Sites]. 
 
Contacts: 
■ Maryland Department of the Environment (MDE) 410-537-3443 (Oil Control Program) 
■ Carroll County Health Department (CCHD)  410-876-1884 
 
Disclaimer: 
The intent of this fact sheet is to provide the reader a summary of site events as they are contained within documents available to MDE.  To fully 
understand the site and surrounding environmental conditions, MDE recommends that the reader review the case file that is available at MDE through 
the Public Information Act.  The inclusion of a person or company's name within this fact sheet is for informational purposes only and should not be 
considered a conclusion by MDE on guilt, involvement in a wrongful act, or contribution to environmental damage. 

http://www.mde.state.md.us/


Date: June 22, 2007  Page 8 of 26 
TTY Users:  800-201-7165    Recycled Paper 

 
   Legend for Tables 1-3 (including regulatory standard values for select petroleum compounds) 
 
ND  = Not Detected above the laboratory quantitation limit. 
--  = No data Available: Not Applicable, Not Sampled, Not Reported, or Not Analyzed 

(e)  = Indicates an estimated value 
All results in micrograms per liter (ug/L) or parts per billion (ppb) unless otherwise indicated. 

 BENZENE  (MCL –5 ppb) 
 TOLUENE  (1,000 ppb) 
 ETHYL-BENZENE  (700 ppb) 
 XYLENE  (10,000 ppb) 
 MTBE  = Methyl-tertiary Butyl-ether (Action Level – 20 ppb) 
TBA  tertiary butyl alcohol (unregulated petroleum compound) 
 Naphthalene  (10 ppb) 
 LPH  = liquid or separate phase petroleum product 
 TPH-DRO   = Total Petroleum Hydrocarbons - Diesel Range Organics (47 ppb) 
 TPH-GRO  = Total Petroleum Hydrocarbons - Gasoline Range Organics (47 ppb) 

 
 

Table 1: Monitoring Wells at Colonial Pipeline 
Petroleum Constituents of Concern  Well 

Information 
Sample 

Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

22-Feb-93 -- -- 12610 1795 13560 5880 -- -- -- -- -- 
17-Aug-93 -- -- 334 625 3913 2080 -- -- -- -- -- 
27-Aug-96 -- -- 6969 1476 9663 4675 -- -- -- -- -- 
15-Nov-06 28.17 -- 3800 2300 420 4150 3700 640 -- 19,000 42,000 

MW-1A 
39 ft, 

 4” diameter 

20-Mar-07 27.15 -- -- -- -- -- -- -- -- -- -- 
22-Feb-93 -- -- 225 625 36.6 950 -- -- -- -- -- 
26-May-93 -- -- 159 216 116 805 -- -- -- -- -- 
25-May-94 -- -- 411 866 216 1416 -- -- -- -- -- 
30-Aug-94 -- -- 61.6 116 67.1 325 -- -- -- -- -- 
23-May-96 -- -- 84 585.1 117 1936.6 -- -- -- -- -- 
27-Aug-96 -- -- 23.2 13.5 15.9 46.7 -- -- -- -- -- 
15-Nov-06 37.33 -- 4 130 ND 9 340 470 -- 270,000 3900 

MW-2A 
43 ft, 

 4” diameter 

20-Mar-07 36.61 -- -- -- -- -- -- -- -- -- -- 
22-Feb-93 -- -- 3335 2065 9365 6000 -- -- -- -- -- 
26-May-93 -- -- 2002 2274 4674 6426 -- -- -- -- -- 
15-Nov-06 38.8 -- 280 2000 240 6130 490 ND -- 130000 37000 

MW-5A 
26 ft, 

 4” diameter 
20-Mar-07 36.26 -- -- -- -- -- -- -- -- -- -- 
22-Feb-93 --  11185 3669 36360 11295 -- -- -- -- -- 
15-Nov-06 22.02 -- 290 3000 210 6740 91 34 -- 43000 68000 

MW-6 
35 ft, 

 4” diameter 20-Mar-07 21.83 -- -- -- -- -- -- -- -- -- -- 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

22-Feb-93 -- -- ND ND ND ND -- -- -- -- -- 
26-May-93 -- -- ND ND ND ND -- -- -- -- -- 
17-Aug-93 -- -- ND ND ND ND -- -- -- -- -- 
17-Nov-93 -- -- ND ND ND ND -- -- -- -- -- 
14-Feb-94 -- -- ND ND ND ND -- -- -- -- -- 
25-May-94 -- -- ND ND ND ND -- -- -- -- -- 
30-Aug-94 -- -- ND ND ND ND -- -- -- -- -- 
29-Nov-94 -- -- ND ND ND ND -- -- -- -- -- 
22-Feb-95 -- -- ND ND ND ND -- -- -- -- -- 
26-May-95 -- -- 7.4 ND ND 8 -- -- -- -- -- 
29-Aug-95 -- -- ND ND ND ND -- -- -- -- -- 
10-Nov-95 -- -- ND ND ND ND -- -- -- -- -- 
22-Feb-96 -- -- ND ND ND ND -- -- -- -- -- 
23-May-96 -- -- ND ND ND ND -- -- -- -- -- 
27-Aug-96 -- -- 6.5 ND ND ND -- -- -- -- -- 
21-Nov-96 -- -- ND 4.3 ND 7.4 -- -- -- -- -- 
27-Feb-97 -- -- 2.6 7.7 4.1 ND -- -- -- -- -- 
30-May-97 -- -- ND ND ND ND -- -- -- -- -- 
25-Aug-97 -- -- ND ND ND ND -- -- -- -- -- 
17-Nov-97 -- -- ND ND ND ND -- -- -- -- -- 
26-Feb-98 -- -- ND ND ND ND ND -- -- -- -- 
21-May-98 -- -- ND ND ND ND -- -- -- -- -- 
06-Aug-98 -- -- ND ND ND ND -- -- -- -- -- 
03-Nov-98 -- -- ND ND ND ND ND -- -- -- -- 
24-Feb-99 -- -- ND ND ND ND ND -- -- -- -- 
27-May-99 -- -- ND ND ND ND ND -- -- -- -- 
17-Aug-99 -- -- ND ND ND ND ND -- -- -- -- 
17-Nov-99 -- -- ND ND ND ND ND -- -- -- -- 
24-Feb-00 -- -- ND ND ND ND ND -- -- -- -- 
30-May-00 -- -- ND ND ND ND ND -- -- -- -- 
30-Aug-00 -- -- ND ND ND ND ND -- -- -- -- 
30-Nov-00 -- -- ND ND ND ND ND -- -- -- -- 
26-Feb-01 -- -- ND ND ND ND ND -- -- -- -- 
29-May-01 -- -- ND ND ND ND ND -- -- -- -- 
22-Mar-02 -- -- ND ND ND ND ND ND -- 130 -- 
24-Jun-02 -- -- ND ND ND ND ND ND -- 123 -- 
24-Sep-02 -- -- ND ND ND ND ND ND -- ND -- 
10-Dec-02 -- -- ND ND ND ND ND ND -- ND -- 
25-Mar-03 -- -- ND ND ND ND ND ND -- 105 -- 
26-Jun-03 -- -- 1 ND ND ND ND ND -- 136 -- 
25-Sep-03 -- -- ND ND ND ND ND ND -- ND -- 
22-Dec-03 -- -- ND ND ND ND ND ND -- ND -- 
18-Mar-04 -- -- ND ND ND ND ND ND -- 127 -- 
15-Jun-04 -- -- ND ND ND ND ND ND -- 182 -- 
23-Sep-04 -- -- ND ND ND ND ND ND -- 149 -- 
20-Dec-04 -- -- ND ND ND ND ND ND -- 997 -- 
23-Mar-05 -- -- ND ND ND ND ND ND -- 120 -- 
21-Jun-05 -- -- ND ND ND ND ND ND -- 260 -- 
14-Sep-05 -- -- ND ND ND ND ND ND -- 325 -- 
14-Dec-05 -- -- ND ND ND ND ND ND -- ND -- 
22-Mar-06 -- -- ND ND ND ND ND ND -- ND -- 
12-Jun-06 -- -- ND ND ND ND ND 18.5 -- 99.2 -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- 188 ND 
13-Nov-06 12.47 -- ND ND ND ND ND ND -- ND ND 

MW-7 
 26ft, 

 4” diameter 
 

20-Mar-07 12.17 -- ND ND ND ND ND ND 2 ND ND 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

22-Feb-93 -- -- ND ND ND ND -- -- -- -- --
26-May-93 -- -- ND ND ND ND -- -- -- -- --
17-Aug-93 -- -- ND ND ND ND -- -- -- -- --
17-Nov-93 -- -- ND ND ND ND -- -- -- -- --
14-Feb-94 -- -- ND ND ND ND -- -- -- -- --
25-May-94 -- -- ND ND ND ND -- -- -- -- --
30-Aug-94 -- -- ND ND ND ND -- -- -- -- --
29-Nov-94 -- -- ND ND ND ND -- -- -- -- --
22-Feb-95 -- -- ND ND ND ND -- -- -- -- --
26-May-95 -- -- 20.5 ND ND ND -- -- -- -- --
29-Aug-95 -- -- ND ND ND ND -- -- -- -- --
10-Nov-95 -- -- ND ND ND ND -- -- -- -- --
22-Feb-96 -- -- ND ND ND ND -- -- -- -- --
23-May-96 -- -- ND ND ND ND -- -- -- -- --
27-Aug-96 -- -- 9.4 3.1 2.5 ND -- -- -- -- --
21-Nov-96 -- -- ND 4.6 5.1 8.5 -- -- -- -- --
27-Feb-97 -- -- ND ND 4.5 ND -- -- -- -- --
30-May-97 -- -- ND ND ND ND -- -- -- -- --
25-Aug-97 -- -- 4.3 ND ND 19 -- -- -- -- --
17-Nov-97 -- -- ND ND ND ND -- -- -- -- --
26-Feb-98 -- -- ND ND ND ND ND -- -- -- --
21-May-98 -- -- ND ND ND ND -- -- -- -- --
06-Aug-98 -- -- ND ND ND ND -- -- -- -- --
03-Nov-98 -- -- ND ND ND ND ND -- -- -- --
24-Feb-99 -- -- ND ND ND ND ND -- -- -- --
27-May-99 -- -- ND ND ND ND 8.7 -- -- -- --
17-Aug-99 -- -- ND ND ND ND 2.9 -- -- -- --
17-Nov-99 -- -- ND ND ND ND ND -- -- -- --
24-Feb-00 -- -- ND ND ND ND ND -- -- -- --
30-May-00 -- -- ND ND ND ND ND -- -- -- --
30-Aug-00 -- -- ND ND ND ND ND -- -- -- --
30-Nov-00 -- -- ND ND ND ND ND -- -- -- --
26-Feb-01 -- -- ND ND ND ND ND -- -- -- --
29-May-01 -- -- ND ND ND ND ND -- -- -- --
22-Mar-02 -- -- ND ND ND ND ND ND -- ND --
24-Jun-02 -- -- ND ND ND ND ND ND -- 113 --
24-Sep-02 -- -- ND ND ND ND ND ND -- ND --
10-Dec-02 -- -- ND ND ND ND ND ND -- ND --
25-Mar-03 -- -- ND ND ND ND ND ND -- ND --
26-Jun-03 -- -- ND ND ND ND ND ND -- 110 --
25-Sep-03 -- -- ND ND ND ND ND ND -- 164 --
22-Dec-03 -- -- ND ND ND ND ND ND -- 101 --
18-Mar-04 -- -- ND ND ND ND ND ND -- ND --
15-Jun-04 -- -- ND ND ND ND ND ND -- 108 --
23-Sep-04 -- -- ND ND ND ND ND ND -- ND --
20-Dec-04 -- -- ND ND ND ND ND ND -- -- --
23-Mar-05 -- -- ND ND ND ND ND ND -- 117 --
21-Jun-05 -- -- ND ND ND ND ND ND -- 150 --
14-Sep-05 -- -- ND ND ND ND ND ND -- 140 --
14-Dec-05 -- -- ND ND ND ND ND ND -- ND --
22-Mar-06 -- -- ND ND ND ND ND ND -- ND --
12-Jun-06 -- -- ND ND ND ND ND 23.5 -- ND --
26-Sep-06 -- -- ND ND ND ND ND -- -- ND --
14-Nov-06 2.55 -- ND ND ND ND ND ND -- ND ND

MW-8 
10 ft, 

 4” diameter 

20-Mar-07 2.56 -- ND ND ND ND ND ND ND ND ND
-- -- -- -- -- -- -- -- -- -- -- --

15-Nov-06 38.71 LPH -- -- -- -- -- -- -- -- --
MW-10 

44ft, 
 4” diameter 20-Mar-07 39.96 LPH -- -- -- -- -- -- -- -- --
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 
Petroleum Constituents of Concern  Well 

Information 
Sample 

Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

22-Feb-93 -- -- 14.4 ND 15.3 66.7 -- -- -- -- -- 
26-May-93 -- -- 227 29.1 56.6 44 -- -- -- -- -- 
17-Aug-93 -- -- 38 ND ND ND -- -- -- -- -- 
17-Nov-93 -- -- ND ND ND ND -- -- -- -- -- 
14-Feb-94 -- -- ND ND ND ND -- -- -- -- -- 
25-May-94 -- -- ND ND ND ND -- -- -- -- -- 
30-Aug-94 -- -- ND ND ND ND -- -- -- -- -- 
29-Nov-94 -- -- 18.3 ND ND ND -- -- -- -- -- 
22-Feb-95 -- -- ND ND ND ND -- -- -- -- -- 
26-May-95 -- -- ND ND ND ND -- -- -- -- -- 
29-Aug-95 -- -- ND ND ND ND -- -- -- -- -- 
10-Nov-95 -- -- 257.4 74.3 12.8 12 -- -- -- -- -- 
22-Feb-96 -- -- 20.2 ND ND ND -- -- -- -- -- 
23-May-96 -- -- 58.9 11.4 6.4 10.7 -- -- -- -- -- 
27-Aug-96 -- -- 476.6 81.5 23 45.8 -- -- -- -- -- 
21-Nov-96 -- -- 58.3 21 10.3 21.5 -- -- -- -- -- 
27-Feb-97 -- -- 3.4 ND ND ND -- -- -- -- -- 
30-May-97 -- -- ND ND ND ND -- -- -- -- -- 
25-Aug-97 -- -- ND ND ND ND -- -- -- -- -- 
17-Nov-97 -- -- ND ND ND ND -- -- -- -- -- 
26-Feb-98 -- -- 28.2 10.7 7.7 ND 23.4 -- -- -- -- 
21-May-98 -- -- 267 66.2 36.2 45.1 -- -- -- -- -- 
06-Aug-98 -- -- ND ND ND ND -- -- -- -- -- 
03-Nov-98 -- -- ND ND ND ND ND -- -- -- -- 
24-Feb-99 -- -- ND ND ND ND ND -- -- -- -- 
27-May-99 -- -- ND ND ND ND 14.6 -- -- -- -- 
17-Aug-99 -- -- 21.4 ND ND ND ND -- -- -- -- 
17-Nov-99 -- -- ND ND ND ND ND -- -- -- -- 
24-Feb-00 -- -- ND ND ND ND ND -- -- -- -- 
30-May-00 -- -- 14.1 ND 6.4 19.4 15.6 -- -- -- -- 
30-Aug-00 -- -- ND ND ND ND 2 -- -- -- -- 
30-Nov-00 -- -- ND ND ND ND 1.3 -- -- -- -- 
26-Feb-01 -- -- ND ND ND ND 2.6 -- -- -- -- 
29-May-01 -- -- ND ND ND ND 3.3 -- -- -- -- 
22-Mar-02 -- -- ND ND ND ND ND ND -- ND -- 
24-Jun-02 -- -- ND ND ND ND ND ND -- 146 -- 
24-Sep-02 -- -- ND ND ND ND 1.6 ND -- 261 -- 
10-Dec-02 -- -- ND ND ND ND 1.3 ND -- ND -- 
25-Mar-03 -- -- 17.5 6.2 ND 3.4 2.4 ND -- ND -- 
25-Sep-03 -- -- 67.3 18.6 3.9 9.6 5.2 ND -- 102 -- 
22-Dec-03 -- -- 51.9 12.5 1.6 2.1 3.3 ND -- ND -- 
18-Mar-04 -- -- 6.4 1.4 ND ND 2.6 ND -- ND -- 
15-Jun-04 -- -- 6.6 1.6 ND ND 2.6 ND -- 111 -- 
23-Sep-04 -- -- ND ND ND ND 2 ND -- 101 -- 
20-Dec-04 -- -- ND ND ND ND 1.2 ND -- 523 -- 
23-Mar-05 -- -- ND ND ND ND ND ND -- 103 -- 
21-Jun-05 -- -- ND ND ND ND 1.3 ND -- ND -- 
14-Sep-05 -- -- ND ND ND ND 1.47 ND -- 364 -- 
14-Dec-05 -- -- ND ND ND ND ND ND -- ND -- 
22-Mar-06 -- -- ND ND ND ND 1.28 ND -- 288 -- 
12-Jun-06 -- -- ND ND ND ND 1.03 ND -- 348 -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- 183 -- 
14-Nov-06 8.52 -- 13 5 ND ND 2 ND -- ND 110 

MW-11 
15 ft, 

 4” diameter 

20-Mar-07 8.54 -- 21 7 ND ND 1 ND ND ND 150 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

22-Feb-93 -- -- ND ND ND ND -- -- -- -- -- 
26-May-93 -- -- ND ND ND ND -- -- -- -- -- 
17-Aug-93 -- -- ND ND ND ND -- -- -- -- -- 
17-Nov-93 -- -- ND ND ND ND -- -- -- -- -- 
14-Feb-94 -- -- ND ND ND ND -- -- -- -- -- 
25-May-94 -- -- ND ND ND ND -- -- -- -- -- 
30-Aug-94 -- -- ND ND ND ND -- -- -- -- -- 
29-Nov-94 -- -- ND ND ND ND -- -- -- -- -- 
22-Feb-95 -- -- ND ND ND ND -- -- -- -- -- 
26-May-95 -- -- ND ND ND ND -- -- -- -- -- 
29-Aug-95 -- -- 6 ND ND ND -- -- -- -- -- 
10-Nov-95 -- -- ND ND ND ND -- -- -- -- -- 
22-Feb-96 -- -- ND ND ND ND -- -- -- -- -- 
23-May-96 -- -- ND ND ND ND -- -- -- -- -- 
27-Aug-96 -- -- 5.5 ND 6.5 6.4 -- -- -- -- -- 
21-Nov-96 -- -- ND ND ND ND -- -- -- -- -- 
27-Feb-97 -- -- ND ND ND ND -- -- -- -- -- 
30-May-97 -- -- ND ND ND ND -- -- -- -- -- 
25-Aug-97 -- -- ND ND ND ND -- -- -- -- -- 
17-Nov-97 -- -- ND ND ND ND -- -- -- -- -- 
26-Feb-98 -- -- ND 3 ND ND ND -- -- -- -- 
21-May-98 -- -- ND ND ND ND -- -- -- -- -- 
06-Aug-98 -- -- ND ND ND ND -- -- -- -- -- 
03-Nov-98 -- -- ND ND ND ND ND -- -- -- -- 
24-Feb-99 -- -- ND ND ND ND ND -- -- -- -- 
27-May-99 -- -- ND ND ND ND ND -- -- -- -- 
17-Aug-99 -- -- ND ND ND ND ND -- -- -- -- 
17-Nov-99 -- -- ND ND ND ND ND -- -- -- -- 
24-Feb-00 -- -- ND ND ND ND ND -- -- -- -- 
30-May-00 -- -- ND ND ND ND ND -- -- -- -- 
30-Aug-00 -- -- ND ND ND ND ND -- -- -- -- 
30-Nov-00 -- -- ND ND ND ND ND -- -- -- -- 
26-Feb-01 -- -- ND ND ND ND ND -- -- -- -- 
29-May-01 -- -- ND ND ND ND ND -- -- -- -- 
24-Sep-02 -- -- ND ND ND ND ND ND -- ND -- 
25-Sep-03 -- -- ND ND ND ND ND ND -- ND -- 
23-Sep-04 -- -- ND ND ND ND ND ND -- ND -- 
14-Sep-05 -- -- ND ND ND ND ND ND -- ND -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- ND -- 
14-Nov-06 29.52 -- ND ND ND ND ND ND -- ND ND 

MW-12 
40 ft, 

 4” diameter 

20-Mar-07 27.01 -- -- -- -- -- -- -- -- -- -- 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

22-Feb-93 -- -- ND ND ND ND -- -- -- -- -- 
26-May-93 -- -- ND ND ND ND -- -- -- -- -- 
17-Aug-93 -- -- ND ND ND ND -- -- -- -- -- 
17-Nov-93 -- -- ND ND ND ND -- -- -- -- -- 
14-Feb-94 -- -- ND ND ND ND -- -- -- -- -- 
25-May-94 -- -- ND ND ND ND -- -- -- -- -- 
30-Aug-94 -- -- ND ND ND ND -- -- -- -- -- 
29-Nov-94 -- -- ND ND ND ND -- -- -- -- -- 
22-Feb-95 -- -- ND ND ND ND -- -- -- -- -- 
26-May-95 -- -- ND ND ND ND -- -- -- -- -- 
29-Aug-95 -- -- ND ND ND ND -- -- -- -- -- 
10-Nov-95 -- -- ND ND ND ND -- -- -- -- -- 
22-Feb-96 -- -- ND ND ND ND -- -- -- -- -- 
23-May-96 -- -- ND ND ND ND -- -- -- -- -- 
27-Aug-96 -- -- ND ND ND ND -- -- -- -- -- 
21-Nov-96 -- -- ND ND ND 6 -- -- -- -- -- 
27-Feb-97 -- -- ND ND ND ND -- -- -- -- -- 
30-May-97 -- -- ND 3.6 ND ND -- -- -- -- -- 
25-Aug-97 -- -- ND ND ND ND -- -- -- -- -- 
17-Nov-97 -- -- ND ND ND ND -- -- -- -- -- 
26-Feb-98 -- -- ND ND ND ND 3.8 -- -- -- -- 
21-May-98 -- -- ND ND ND ND -- -- -- -- -- 
06-Aug-98 -- -- ND ND ND ND -- -- -- -- -- 
03-Nov-98 -- -- ND ND ND ND ND -- -- -- -- 
24-Feb-99 -- -- ND ND ND ND ND -- -- -- -- 
27-May-99 -- -- 26.21 24.69 ND ND 2.3 -- -- -- -- 
17-Aug-99 -- -- ND ND ND ND ND -- -- -- -- 
17-Nov-99 -- -- ND ND ND ND ND -- -- -- -- 
24-Feb-00 -- -- ND ND ND ND ND -- -- -- -- 
30-May-00 -- -- ND ND ND ND ND -- -- -- -- 
30-Aug-00 -- -- ND ND ND ND ND -- -- -- -- 
30-Nov-00 -- -- ND ND ND ND ND -- -- -- -- 
26-Feb-01 -- -- ND ND ND ND ND -- -- -- -- 
29-May-01 -- -- ND ND ND ND ND -- -- -- -- 
24-Sep-02 -- -- ND ND ND ND ND ND -- ND -- 
25-Sep-03 -- -- ND ND ND ND ND ND -- ND -- 
23-Sep-04 -- -- ND ND ND ND ND ND -- ND -- 
14-Sep-05 -- -- ND ND ND ND ND ND -- ND -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- ND -- 
14-Nov-06 49.85 -- ND ND ND ND ND ND -- ND ND 

MW-13 
60 ft, 

 4” diameter 

20-Mar-07 48.79 -- -- -- -- -- -- -- -- -- -- 
MW-15 (Removed during excavations) 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO 

22-Feb-93 -- -- 2088 1320 6594 3481 -- -- -- -- -- 
26-May-93 -- -- 2162 2140 9624 6237 -- -- -- -- -- 
17-Aug-93 -- -- 2465 2155 3952 5158 -- -- -- -- -- 
17-Nov-93 -- -- 2330 1402 4223 3707 -- -- -- -- -- 
14-Feb-94 -- -- 1942 1308 5426 6142 -- -- -- -- -- 
25-May-94 -- -- 1007 1186 2956 5127 -- -- -- -- -- 
30-Aug-94 -- -- 1150 755 2079 4429 -- -- -- -- -- 
29-Nov-94 -- -- 1977 1818 3448 6968 -- -- -- -- -- 
22-Feb-95 -- -- 944 935 1993 3645 -- -- -- -- -- 
26-May-95 -- -- 733 738 739 2532 -- -- -- -- -- 
29-Aug-95 -- -- 930 877 1162 2375 -- -- -- -- -- 
10-Nov-95 -- -- 475.5 570 798.4 1675.4 -- -- -- -- -- 
22-Feb-96 -- -- 231.1 501.3 332.5 1254.8 -- -- -- -- -- 
23-May-96 -- -- 197.5 774 606 2028 -- -- -- -- -- 
27-Aug-96 -- -- 1261 3664 2414 9894 -- -- -- -- -- 
21-Nov-96 -- -- 220 82.4 824 634 -- -- -- -- -- 
27-Feb-97 -- -- 469 1536 452 3742 -- -- -- -- -- 
30-May-97 -- -- 254.1 564 230.8 1162 -- -- -- -- -- 
25-Aug-97 -- -- 494 730 516 1601 -- -- -- -- -- 
17-Nov-97 -- -- 769 1182 1339 3012 -- -- -- -- -- 
26-Feb-98 -- -- 383 820.1 318.7 1755 538.2 -- -- -- -- 
21-May-98 -- -- 254 1049 269 2445 -- -- -- -- -- 
06-Aug-98 -- -- 205.5 563.5 167.1 1074 -- -- -- -- -- 
03-Nov-98 -- -- 253.65 555 271.6 11.01 282.7 -- -- -- -- 
24-Feb-99 -- -- 711.78 2088 137.3 11130 792.3 -- -- -- -- 
27-May-99 -- -- 421 926 337 2455 340 -- -- -- -- 
17-Aug-99 -- -- 830.5 817 363.4 1759 564.8 -- -- -- -- 
17-Nov-99 -- -- 279 605 175 1748 89.1 -- -- -- -- 
24-Feb-00 -- -- 275.6 606 230.8 1571 242.8 -- -- -- -- 
30-May-00 -- -- 189 849 108.8 2379 192.6 -- -- -- -- 
30-Aug-00 -- -- 259 965 171 2200 264 -- -- -- -- 
30-Nov-00 -- -- 210 860 172 1620 156 -- -- -- -- 
26-Feb-01 -- -- 337 1013 273 1964 424 -- -- -- -- 
29-May-01 -- -- 266 1150 200 2270 516 -- -- -- -- 
25-Sep-02 -- -- 496 971 217 1590 370 ND -- 5230 -- 
25-Sep-03 -- -- 103 815 124 1860 27.6 ND -- 5900 -- 
23-Sep-04 -- -- 254 1110 169 2080 72 ND -- 2700 -- 
14-Sep-05 -- -- 124 433 98.9 588 45.8 ND -- 4580 -- 
26-Sep-06 -- -- 53.8 195 51.4 267 32 -- -- 13600 -- 
15-Nov-06 51.95 -- 48 220 47 236 30 ND -- 5300 3700 

MW-16 
65 ft, 

 4” diameter 

20-Mar-07 51.04 -- -- -- -- -- -- -- -- -- -- 
22-Feb-93 -- -- 5371 1527 5295 4316 -- -- -- -- -- 
26-May-93 -- -- 4059 1712 5621 5394 -- -- -- -- -- 
17-Aug-93 -- -- 4972 2598 9711 9874 -- -- -- -- -- 
17-Nov-93 -- -- 2647 58.4 1865 3279 -- -- -- -- -- 
14-Feb-94 -- -- 4371 1522 4630 7850 -- -- -- -- -- 
25-May-94 -- -- 2771 1545 3930 7372 -- -- -- -- -- 
30-Aug-94 -- -- 2192 785 3195 7070 -- -- -- -- -- 
29-Nov-94 -- -- 4251 3395 4949 15399 -- -- -- -- -- 
22-Feb-95 -- -- 2301 1681 1774 6282 -- -- -- -- -- 
26-May-95 -- -- 2656 2068 1834 7298 -- -- -- -- -- 
23-May-96 -- -- 536 854 869 1781 -- -- -- -- -- 
27-Aug-96 -- -- 1167 1257 846 2687 -- -- -- -- -- 
21-Nov-96 -- -- 958 8491 1843 1935 -- -- -- -- -- 
15-Nov-06 3.22 -- 45 230 16 101 17 97 -- ND 2200 

MW-17 
18 ft, 

 4” diameter 

20-Mar-07 2.83 -- -- -- -- -- -- -- -- -- -- 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

22-Feb-93 -- -- 265 155 42.4 95.3 -- -- -- -- -- 
26-May-93 -- -- 262 146 94.7 260 -- -- -- -- -- 
17-Aug-93 -- -- ND ND ND ND -- -- -- -- -- 
17-Nov-93 -- -- 107 17.2 13.9 24.5 -- -- -- -- -- 
14-Feb-94 -- -- ND ND ND ND -- -- -- -- -- 
25-May-94 -- -- 227 76.1 23.1 118 -- -- -- -- -- 
30-Aug-94 -- -- 112 ND 8.5 48.7 -- -- -- -- -- 
29-Nov-94 -- -- 207 1108 19.5 48.5 -- -- -- -- -- 
22-Feb-95 -- -- 136 71.9 11.8 28.8 -- -- -- -- -- 
26-May-95 -- -- 211 59.3 8 12.8 -- -- -- -- -- 
29-Aug-95 -- -- 157 32 15.2 ND -- -- -- -- -- 
10-Nov-95 -- -- ND ND ND ND -- -- -- -- -- 
22-Feb-96 -- -- 87.3 41.3 4.51 16.9 -- -- -- -- -- 
23-May-96 -- -- 149.9 91.6 15.2 53.2 -- -- -- -- -- 
27-Aug-96 -- -- 183 79 15.3 103.5 -- -- -- -- -- 
21-Nov-96 -- -- 122 148.7 43.6 242.3 -- -- -- -- -- 
27-Feb-97 -- -- 127.7 85 13.3 70.7 -- -- -- -- -- 
30-May-97 -- -- 38.2 30.5 2.4 11.2 -- -- -- -- -- 
25-Aug-97 -- -- 42.5 15.5 2.5 7.8 -- -- -- -- -- 
17-Nov-97 -- -- 206.6 27.3 7.4 10.1 -- -- -- -- -- 
26-Feb-98 -- -- 206.9 98.9 23.2 54 139.6 -- -- -- -- 
21-May-98 -- -- 76.8 44.5 10.5 38.1 -- -- -- -- -- 
06-Aug-98 -- -- 65.1 49.1 16.8 41.2 -- -- -- -- -- 
03-Nov-98 -- -- 68.74 42.37 6.944 14.28 106 -- -- -- -- 
24-Feb-99 -- -- 217.67 114.5 -- 59.74 63 -- -- -- -- 
27-May-99 -- -- 59.7 48.2 10.8 38.8 107.3 -- -- -- -- 
17-Aug-99 -- -- 13 ND ND ND 86 -- -- -- -- 
17-Nov-99 -- -- ND 71.2 4.4 14.6 126.5 -- -- -- -- 
24-Feb-00 -- -- 45.6 19.6 2.5 ND 128.3 -- -- -- -- 
30-May-00 -- -- 64.6 57.6 10.8 33.9 132.7 -- -- -- -- 
30-Aug-00 -- -- 57.6 ND ND 50.9 119 -- -- -- -- 
30-Nov-00 -- -- 48.7 48 3.6 15.5 106 -- -- -- -- 
26-Feb-01 -- -- 68 14 ND ND 184 -- -- -- -- 
29-May-01 -- -- 136 82 ND ND 196 -- -- -- -- 
24-Sep-02 -- -- 6.9 4.6 ND 3 36.7 58 -- 1890 -- 
25-Sep-03 -- -- 11.2 41.5 2 51.1 860 ND -- 3320 -- 
23-Sep-04 -- -- 11.5 27 1.3 8.2 41.4 ND -- 968 -- 
14-Sep-05 -- -- 6.8 21.8 1.28 5.54 14 11 -- 1280 -- 
26-Sep-06 -- -- 4.81 12.2 ND 6.82 8.52 -- -- 1290 -- 
15-Nov-06 49.08 -- 5 14 ND 1 7 13 -- 6300 550 

MW-18 
65 ft, 

 4” diameter 

20-Mar-07 48.51 -- -- -- -- -- -- -- -- -- -- 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
29-Aug-95 -- -- ND ND ND ND -- -- -- ND -- 
26-Mar-96 -- -- ND ND ND ND -- -- -- ND -- 
18-Dec-96 -- -- ND ND ND ND ND -- -- ND -- 
26-Mar-97 -- -- ND ND ND ND ND -- -- 250 -- 
26-Jun-97 -- -- 2.1 3.3 2.7 ND 2.2 -- -- ND -- 
18-Sep-97 -- -- ND ND ND ND ND -- -- ND -- 
18-Dec-97 -- -- ND ND ND ND ND -- -- 510 -- 
25-Mar-98 -- -- ND ND 2 ND ND -- -- ND -- 
02-Sep-98 -- -- ND ND ND ND ND -- -- ND -- 
11-Dec-98 -- -- ND ND ND ND ND -- -- ND -- 
24-Mar-99 -- -- ND ND ND ND ND -- -- ND -- 
28-Jun-99 -- -- ND 5.7 ND 17.6 ND -- -- ND -- 
30-Sep-99 -- -- ND ND ND ND ND -- -- ND -- 
16-Dec-99 -- -- ND ND ND ND ND -- -- ND -- 
31-Mar-00 -- -- ND ND ND ND ND -- -- ND -- 
19-Jun-00 -- -- ND ND ND ND ND -- -- ND -- 
21-Sep-00 -- -- ND ND ND ND ND -- -- ND -- 
15-Dec-00 -- -- ND ND ND ND ND -- -- ND -- 
29-Mar-01 -- -- ND ND ND ND ND -- -- ND -- 
25-Jun-01 -- -- ND ND ND ND ND -- -- ND -- 
22-Mar-02 -- -- ND ND ND ND ND ND -- ND -- 
24-Jun-02 -- -- ND ND ND ND ND ND -- ND -- 
24-Sep-02 -- -- ND ND ND ND ND ND -- ND -- 
10-Dec-02 -- -- ND ND ND ND ND ND -- ND -- 
25-Mar-03 -- -- ND ND ND ND ND ND -- ND -- 
26-Jun-03 -- -- ND ND ND ND ND ND -- ND -- 
25-Sep-03 -- -- ND ND ND ND ND ND -- ND -- 
22-Dec-03 -- -- ND ND ND ND ND ND -- ND -- 
18-Mar-04 -- -- ND ND ND ND ND ND -- ND -- 
15-Jun-04 -- -- ND ND ND ND ND ND -- ND -- 
23-Sep-04 -- -- ND ND ND ND ND ND -- ND -- 
20-Dec-04 -- -- ND ND ND ND ND ND -- 216 -- 
23-Mar-05 -- -- ND ND ND ND ND ND -- ND -- 
21-Jun-05 -- -- ND ND ND ND ND ND -- ND -- 
14-Sep-05 -- -- ND ND ND ND ND ND -- ND -- 
14-Dec-05 -- -- ND ND ND ND ND ND -- ND -- 
22-Mar-06 -- -- ND ND ND ND ND ND -- ND -- 
12-Jun-06 -- -- ND ND ND ND ND ND -- ND -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- ND -- 
14-Nov-06 22.08 -- ND ND ND ND ND ND -- ND ND 

MW-19 
28 ft, 

 4” diameter 

20-Mar-07 19.43 -- ND ND ND ND ND ND ND ND ND 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

27-Jan-93 -- -- 10 ND ND ND -- -- -- -- -- 
10-Nov-95 -- -- ND ND ND ND 10.7 -- -- ND -- 
26-Mar-96 -- -- 3.4 ND ND ND -- -- -- ND -- 
18-Dec-96 -- -- ND 3.4 2.3 ND ND -- -- 16000 -- 
26-Mar-97 -- -- ND 3.4 2.3 ND 4.2 -- -- 300 -- 
26-Jun-97 -- -- 2.7 ND 2.5 ND 3.9 -- -- ND -- 
18-Sep-97 -- -- ND 3.4 2.3 ND 5.5 -- -- ND -- 
18-Dec-97 -- -- ND ND ND ND 3.7 -- -- ND -- 
25-Mar-98 -- -- ND ND ND ND ND -- -- ND -- 
03-Jun-98 -- -- ND ND ND ND ND -- -- ND -- 
02-Sep-98 -- -- ND ND ND ND ND -- -- ND -- 
11-Dec-98 -- -- ND ND ND ND ND -- -- ND -- 
24-Mar-99 -- -- ND ND ND ND ND -- -- ND -- 
28-Jun-99 -- -- 8.4 ND ND ND 2.9 -- -- ND -- 
30-Sep-99 -- -- ND ND ND ND ND -- -- ND -- 
16-Dec-99 -- -- ND ND ND ND ND -- -- ND -- 
31-Mar-00 -- -- 7.9 2.7 10.9 7 25.1 -- -- ND -- 
19-Jun-00 -- -- ND ND ND ND ND -- -- ND -- 
21-Sep-00 -- -- 1.1 ND ND ND 2 -- -- 158 -- 
15-Dec-00 -- -- ND ND ND ND 1.4 -- -- 160 -- 
29-Mar-01 -- -- ND ND ND ND ND -- -- ND -- 
25-Jun-01 -- -- ND ND ND ND ND -- -- ND -- 
22-Mar-02 -- -- ND ND ND ND ND ND -- ND -- 
24-Jun-02 -- -- ND ND ND ND ND ND -- 109 -- 
24-Sep-02 -- -- ND ND ND ND ND ND -- ND -- 
10-Dec-02 -- -- ND ND ND ND ND ND -- ND -- 
25-Mar-03 -- -- ND ND ND ND ND ND -- ND -- 
26-Jun-03 -- -- ND ND ND ND ND ND -- ND -- 
25-Sep-03 -- -- ND ND ND ND ND ND -- ND -- 
22-Dec-03 -- -- ND ND ND ND ND ND -- ND -- 
18-Mar-04 -- -- 1 ND ND ND ND ND -- ND -- 
15-Jun-04 -- -- ND ND ND ND ND ND -- ND -- 
23-Sep-04 -- -- ND ND ND ND ND ND -- ND -- 
20-Dec-04 -- -- ND ND ND ND ND ND -- 316 -- 
23-Mar-05 -- -- ND ND ND ND ND ND -- ND -- 
21-Jun-05 -- -- ND ND ND ND ND ND -- 123 -- 
14-Sep-05 -- -- ND ND ND ND ND ND -- ND -- 
14-Dec-05 -- -- ND ND ND ND ND ND -- ND -- 
22-Mar-06 -- -- ND ND ND ND ND ND -- ND -- 
12-Jun-06 -- -- ND ND ND ND ND ND -- ND -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- 99.8 -- 
14-Nov-06 12.5 -- ND ND ND ND ND ND -- ND ND 

MW-20 
23 ft, 

 4” diameter 

20-Mar-07 10.30 -- ND ND ND ND ND ND ND ND ND 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
15-Nov-06 31.67 -- ND ND ND ND ND ND -- ND ND 

MW-21 
42 ft, 

 4” diameter 20-Mar-07 29.16 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- 2900 1400 7000 9100 -- -- -- -- -- 
15-Nov-06 40.25 LPH -- -- -- -- -- -- -- -- -- 

MW-22 
45 ft, 

4” diameter 20-Mar-07 38.44 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
15-Nov-06 16.39 -- ND ND ND ND ND ND -- 4000 ND 

MW-23 
28 ft, 

4” diameter 20-Mar-07 14.30 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
10-Nov-95 -- -- ND ND ND ND 80.7 -- -- ND -- 
26-Mar-96 -- -- 3.3 ND ND ND -- -- -- ND -- 
18-Jun-96 -- -- ND ND ND ND -- -- -- ND -- 
24-Sep-96 -- -- 2.1 ND ND ND -- -- -- ND -- 
18-Dec-96 -- -- ND ND ND ND -- -- -- ND -- 
26-Mar-97 -- -- ND ND ND ND 3.4 -- -- 250 -- 
26-Jun-97 -- -- 2.8 ND 3 ND 2.8 -- -- 250 -- 
18-Sep-97 -- -- ND ND ND ND 4.4 -- -- ND -- 
18-Dec-97 -- -- ND ND ND ND ND -- -- ND -- 
25-Mar-98 -- -- ND ND ND ND ND -- -- ND -- 
03-Jun-98 -- -- ND ND ND ND ND -- -- ND -- 
02-Sep-98 -- -- ND ND ND ND ND -- -- ND -- 
11-Dec-98 -- -- ND ND ND ND ND -- -- ND -- 
24-Mar-99 -- -- ND ND ND ND ND -- -- ND -- 
28-Jun-99 -- -- ND ND ND ND 18 -- -- ND -- 
30-Sep-99 -- -- ND ND ND ND ND -- -- ND -- 
16-Dec-99 -- -- ND ND ND ND 39.4 -- -- ND -- 
31-Mar-00 -- -- ND ND ND ND 4.5 -- -- ND -- 
19-Jun-00 -- -- ND ND ND ND ND -- -- ND -- 
21-Sep-00 -- -- 4.4 ND 6.1 2.1 ND -- -- ND -- 
15-Dec-00 -- -- ND ND ND ND 3.1 -- -- 104 -- 
29-Mar-01 -- -- ND ND 1.2 ND 5.6 -- -- 101 -- 
25-Jun-01 -- -- ND ND ND ND ND -- -- ND -- 
24-Sep-02 -- -- ND ND ND ND ND 1470 -- 143 -- 
25-Sep-03 -- -- ND ND ND ND ND 358 -- ND -- 
23-Sep-04 -- -- ND ND ND ND ND 850 -- ND -- 
14-Sep-05 -- -- ND ND ND ND ND 504 -- ND -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- ND -- 
14-Nov-06 25.32 -- ND ND ND ND ND 120 -- ND ND 

MW-25 
33 ft, 

4” diameter 

20-Mar-07 23.86 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
15-Nov-06 15.38 -- ND 13 ND 31 ND ND -- 56000 1500 

MW-26 
23 ft, 

 4” diameter 20-Mar-07 -- -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- 6.8 98 67 1000 -- -- -- -- -- 
14-Nov-06 33.63 -- -- 40 1 201 ND 14 -- 600 1200 

MW-27 
48 ft, 

4” diameter 20-Mar-07 32.21 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- 9100 4700 49000 22000 -- -- -- -- -- 
15-Nov-06 11.16 -- 140 3900 570 12300 10 32 -- 39000 70000 

MW-28 
22 ft, 

4” diameter 20-Mar-07 10.64 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
14-Nov-06 39.33 -- ND ND ND ND ND ND -- ND ND 

MW-29 
46 ft, 

 4” diameter 20-Mar-07 37.66 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
15-Nov-06 32.34 -- ND ND ND ND 84 24 -- ND ND 

MW-30 
48 ft, 

4” diameter 20-Mar-07 31.14 -- -- -- -- -- -- -- -- -- -- 

 



Date: June 22, 2007  Page 19 of 26 
TTY Users:  800-201-7165    Recycled Paper 

 
Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
15-Nov-06 28.62 -- ND ND ND ND ND ND -- ND ND 

MW-31 
38 ft, 

 4” diameter 20-Mar-07 31.07 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- ND ND ND ND -- -- -- -- -- 
14-Nov-06 8.61 -- ND ND ND ND ND ND -- ND ND 

MW-32 
23 ft, 

 4” diameter 20-Mar-07 7.94 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- -- -- -- -- -- -- -- -- -- 
15-Nov-06 39.68 LPH -- -- -- -- -- -- -- -- -- 

MW-33 
49 ft, 

 4” diameter 20-Mar-07 39.69 -- -- -- -- -- -- -- -- -- -- 
27-Jan-93 -- -- 12000 2000 10000 9500 -- -- -- -- -- 
23-May-96 38.62 -- 4211 1250 2136 3487 -- -- -- -- -- 

MW-34 
47 ft, 

 4” diameter 15-Nov-06 37.23 -- 3800 1500 480 7700 5500 ND -- 18000 39000 
27-Jan-93 -- -- -- -- -- -- -- -- -- -- -- 
15-Nov-06 16.78 -- ND ND ND ND ND ND -- ND ND 

MW-35 
30 ft, 

 4” diameter 20-Mar-07 14.96 -- -- -- -- -- -- -- -- -- -- 
10-Nov-95 -- -- 9.6 5.2 6.9 52.3 29.1 -- -- 900 -- 
26-Mar-96 -- -- 122.6 ND 40.3 289 -- -- -- 2100 -- 
18-Jun-96 -- -- 20.5 14.4 7 59.1 -- -- -- 2700 -- 
24-Sep-96 -- -- 38.3 ND 16.7 146.3 -- -- -- 7200 -- 
18-Dec-96 -- -- 37 37.5 10.6 169.9 -- -- -- 135000 -- 
26-Mar-97 -- -- 56.4 70.8 41.3 336.5 6.7 -- -- 2560 -- 
26-Jun-97 -- -- 60.2 74.6 42.9 368.5 ND -- -- 1500 -- 
18-Sep-97 -- -- 16.8 22.3 10.7 96.7 7.5 -- -- 2300 -- 
18-Dec-97 -- -- 18.5 14.7 7.7 112.4 ND -- -- ND -- 
25-Mar-98 -- -- 37.4 19.3 11.3 72.4 ND -- -- 3600 -- 
03-Jun-98 -- -- 38.8 21.8 12.3 149.1 43.3 -- -- ND -- 
02-Sep-98 -- -- 71.999 59.6 23.73 375.2 ND -- -- 3100 -- 
11-Dec-98 -- -- ND ND ND ND ND -- -- 800 -- 
24-Mar-99 -- -- 35.3 16.8 13.8 148.7 22.6 -- -- 2900 -- 
28-Jun-99 -- -- 45 100 24 860 2100 -- -- 4800 -- 
30-Sep-99 -- -- 6.4 64.8 8.1 ND 13.2 -- -- 2400 -- 
16-Dec-99 -- -- 10.2 33.7 5.8 180 61.8 -- -- 1000 -- 
31-Mar-00 -- -- 61.5 34 13.8 183.1 27 -- -- 3400 -- 
19-Jun-00 -- -- 65 55 24 341 190 -- -- 2620 -- 
21-Sep-00 -- -- 38.8 36.6 8 240 86 -- -- 1920 -- 
15-Dec-00 -- -- 40.5 40.4 16.5 228.5 65.5 -- -- 1370 -- 
29-Mar-01 -- -- 38.5 23.7 2.8 129 38.8 -- -- 2400 -- 
25-Jun-01 -- -- 29.4 19.6 6.6 165 94.8 -- -- 1790 -- 
25-Sep-02 -- -- 31 64 ND 110 ND ND -- 2580 -- 
25-Sep-03 -- -- 16.3 62.9 2.8 344 ND ND -- 2180 -- 
23-Sep-04 -- -- 3.9 33.8 ND 111 ND ND -- 1850 -- 
14-Sep-05 -- -- 1.19 27.9 ND 113 ND ND -- 4130 -- 
26-Sep-06 -- -- 1.05 25.2 ND 85.5 ND -- -- 3180 -- 
15-Nov-06 20.04 -- 2 27 ND 67 ND ND -- 1500 6800 

MW-36 
33 ft, 

 4” diameter 

20-Mar-07 17.58 -- -- -- -- -- -- -- -- -- -- 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 
Petroleum Constituents of Concern  Well 

Information 
Sample 

Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

27-Jan-93 -- -- -- -- -- -- -- -- -- -- -- 
15-Nov-06 15.26 -- ND ND ND ND ND ND -- 2200 170 

MW-37 
30 ft, 

 4” diameter 20-Mar-07 13.23 -- -- -- -- -- -- -- -- -- -- 
26-Mar-96 -- -- 5 ND ND ND -- -- -- 600 -- 
18-Jun-96 -- -- 3.3 ND ND ND -- -- -- ND -- 
24-Sep-96 -- -- 5 2.2 ND 6.3 -- -- -- 720 -- 
18-Dec-96 -- -- 2 ND ND 6 -- -- -- 27000 -- 
26-Mar-97 -- -- ND ND ND ND 2.6 -- -- 690 -- 
26-Jun-97 -- -- ND ND ND ND 3.2 -- -- 840 -- 
18-Sep-97 -- -- ND ND ND ND 4.5 -- -- ND -- 
18-Dec-97 -- -- ND ND ND ND 3.8 -- -- ND -- 
25-Mar-98 -- -- ND ND ND ND ND -- -- 700 -- 
03-Jun-98 -- -- ND ND ND ND ND -- -- ND -- 
02-Sep-98 -- -- 8.401 ND ND ND ND -- -- 1200 -- 
11-Dec-98 -- -- ND ND ND ND ND -- -- 4400 -- 
24-Mar-99 -- -- ND ND ND ND ND -- -- 1800 -- 
28-Jun-99 -- -- 1 14 ND ND ND -- -- 1200 -- 
30-Sep-99 -- -- ND ND ND ND ND -- -- ND -- 
16-Dec-99 -- -- ND ND ND ND ND -- -- 2800 -- 
31-Mar-00 -- -- ND 4.5 ND 14.9 ND -- -- 15300 -- 
19-Jun-00 -- -- 2.3 ND ND ND ND -- -- 940 -- 
21-Sep-00 -- -- 2.5 ND ND 3.1 ND -- -- 4250 -- 
15-Dec-00 -- -- 1 ND ND ND ND -- -- 705 -- 
29-Mar-01 -- -- ND ND ND ND ND -- -- 16900 -- 
25-Jun-01 -- -- 1.6 ND ND 1.4 ND -- -- 12900 -- 
24-Sep-02 -- -- 1.5 ND ND ND ND ND -- 557 -- 
25-Sep-03 -- -- 2.8 ND ND ND ND ND -- 1360 -- 
23-Sep-04 -- -- 3.2 ND ND ND ND ND -- 1920 -- 
14-Sep-05 -- -- 1.9 ND ND ND ND ND -- 23300 -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- 1070 -- 
15-Nov-06 15.19 -- ND ND ND ND ND ND -- ND ND 

MW-38 
32 ft, 

4” diameter 

20-Mar-07 13.51 -- -- -- -- -- -- -- -- -- -- 
10-Nov-95 -- -- -- -- -- -- -- -- -- -- -- 
15-Nov-06 16.45 -- ND ND ND ND ND ND -- 810 ND 

MW-39 
32 ft, 

 4” diameter 20-Mar-07 14.76 -- -- -- -- -- -- -- -- -- -- 
10-Nov-95 -- -- ND ND ND ND 7.6 -- -- ND -- 
15-Nov-06 16.91 -- ND ND ND ND ND ND -- 810 ND 

MW-40 
32 ft, 

 4” diameter 20-Mar-07 14.99 -- -- -- -- -- -- -- -- -- -- 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

30-Oct-95 -- -- ND ND ND 6.6 -- -- -- 118500 -- 
10-Nov-95 -- -- ND ND ND ND 7.4 -- -- ND -- 
26-Mar-96 -- -- ND ND ND ND -- -- -- ND -- 
18-Jun-96 -- -- ND ND ND ND -- -- -- ND -- 
24-Sep-96 -- -- 2.1 2 ND ND -- -- -- 630 -- 
18-Dec-96 -- -- ND ND ND ND -- -- -- ND -- 
26-Mar-97 -- -- ND ND ND ND 2.4 -- -- ND -- 
26-Jun-97 -- -- ND ND ND ND ND -- -- ND -- 
18-Sep-97 -- -- ND ND ND ND 4.8 -- -- ND -- 
18-Dec-97 -- -- ND ND ND ND ND -- -- ND -- 
25-Mar-98 -- -- ND ND ND ND ND -- -- ND -- 
03-Jun-98 -- -- ND ND ND ND ND -- -- ND -- 
02-Sep-98 -- -- ND ND ND ND ND -- -- ND -- 
11-Dec-98 -- -- ND ND ND ND ND -- -- ND -- 
24-Mar-99 -- -- ND ND ND ND ND -- -- ND -- 
28-Jun-99 -- -- ND ND ND ND ND -- -- ND -- 
30-Sep-99 -- -- ND ND ND ND ND -- -- ND -- 
16-Dec-99 -- -- ND ND ND ND ND -- -- ND -- 
31-Mar-00 -- -- ND ND ND ND ND -- -- ND -- 
19-Jun-00 -- -- ND ND ND ND ND -- -- ND -- 
21-Sep-00 -- -- ND ND ND ND ND -- -- ND -- 
15-Dec-00 -- -- ND ND ND ND ND -- -- ND -- 
29-Mar-01 -- -- ND ND ND ND ND -- -- ND -- 
25-Jun-01 -- -- ND ND ND ND ND -- -- ND -- 
22-Mar-02 -- -- ND ND ND ND ND ND -- ND -- 
24-Jun-02 -- -- ND ND ND ND ND ND -- ND -- 
24-Sep-02 -- -- ND ND ND ND ND ND -- ND -- 
10-Dec-02 -- -- ND ND ND ND ND ND -- ND -- 
25-Mar-03 -- -- ND ND ND ND ND ND -- ND -- 
26-Jun-03 -- -- ND ND ND ND ND ND -- ND -- 
25-Sep-03 -- -- ND ND ND ND ND ND -- ND -- 
22-Dec-03 -- -- ND ND ND ND ND ND -- ND -- 
18-Mar-04 -- -- ND ND ND ND ND ND -- ND -- 
15-Jun-04 -- -- ND ND ND ND ND ND -- ND -- 
23-Sep-04 -- -- ND ND ND ND ND ND -- ND -- 
20-Dec-04 -- -- ND ND ND ND ND ND -- 177 -- 
23-Mar-05 -- -- ND ND ND ND ND ND -- ND -- 
21-Jun-05 -- -- ND ND ND ND ND ND -- ND -- 
14-Sep-05 -- -- ND ND ND ND ND ND -- ND -- 
14-Dec-05 -- -- ND ND ND ND ND ND -- ND -- 
22-Mar-06 -- -- ND ND ND ND ND ND -- ND -- 
12-Jun-06 -- -- ND ND ND ND ND ND -- ND -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- ND -- 
14-Nov-06 27.67 -- ND ND ND ND ND ND -- ND ND 

MW-41 
32 ft, 

 4” diameter 

20-Mar-07 24.19 -- ND ND ND ND ND ND ND ND ND 

 



Date: June 22, 2007  Page 22 of 26 
TTY Users:  800-201-7165    Recycled Paper 

 
Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

30-Oct-95 -- -- ND ND ND 11.2 -- -- -- 25000 -- 
10-Nov-95 -- -- ND ND ND ND 7.8 -- -- ND -- 
26-Mar-96 -- -- ND ND ND ND -- -- -- ND -- 
18-Jun-96 -- -- ND ND ND ND -- -- -- ND -- 
24-Sep-96 -- -- 4.4 2.9 2.8 8.4 -- -- -- ND -- 
18-Dec-96 -- -- ND ND ND ND -- -- -- ND -- 
26-Mar-97 -- -- ND ND ND ND 4.1 -- -- ND -- 
26-Jun-97 -- -- ND ND ND ND ND -- -- ND -- 
18-Sep-97 -- -- ND ND ND ND 4.6 -- -- ND -- 
18-Dec-97 -- -- ND ND ND ND ND -- -- ND -- 
25-Mar-98 -- -- ND ND ND ND ND -- -- ND -- 
03-Jun-98 -- -- ND ND ND ND ND -- -- ND -- 
02-Sep-98 -- -- ND ND ND ND ND -- -- ND -- 
11-Dec-98 -- -- ND ND ND ND ND -- -- 700 -- 
24-Mar-99 -- -- ND ND ND ND ND -- -- ND -- 
28-Jun-99 -- -- ND ND ND ND ND -- -- ND -- 
30-Sep-99 -- -- ND ND ND ND ND -- -- ND -- 
16-Dec-99 -- -- ND ND ND ND ND -- -- ND -- 
31-Mar-00 -- -- ND ND ND ND 2.9 -- -- ND -- 
19-Jun-00 -- -- ND ND ND ND ND -- -- ND -- 
21-Sep-00 -- -- ND ND ND ND ND -- -- ND -- 
15-Dec-00 -- -- ND ND ND ND ND -- -- ND -- 
29-Mar-01 -- -- ND ND ND ND ND -- -- ND -- 
25-Jun-01 -- -- ND ND ND ND ND -- -- ND -- 
24-Sep-02 -- -- ND ND ND ND ND ND -- ND -- 
25-Sep-03 -- -- ND ND ND ND ND ND -- ND -- 
23-Sep-04 -- -- ND ND ND ND ND ND -- ND -- 
14-Sep-05 -- -- ND ND ND ND ND ND -- ND -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- ND -- 
14-Nov-06 27.94 -- ND ND ND ND ND ND -- ND ND 

MW-42 
47 ft, 

 4” diameter 

20-Mar-07 25.89 -- -- -- -- -- -- -- -- -- -- 
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Table 1 (continued): Monitoring Wells at Colonial Pipeline 

Petroleum Constituents of Concern  Well 
Information 

Sample 
Dates 

Depth to 
groundwater 

(ft.) LPH Benzene Ethyl 
benzene Toluene Xylene MTBE TBA Naphthalene TPH-DRO TPH-GRO

30-Oct-95 -- -- ND ND ND ND -- -- -- 27500 -- 
10-Nov-95 -- -- ND ND ND ND ND -- -- ND -- 
26-Mar-96 -- -- ND ND ND ND -- -- -- 600 -- 
18-Jun-96 -- -- ND ND ND ND -- -- -- 1100 -- 
24-Sep-96 -- -- 2 2 ND 6.1 -- -- -- 770 -- 
18-Dec-96 -- -- ND ND ND ND -- -- -- ND -- 
26-Mar-97 -- -- ND ND ND ND 3.9 -- -- 560 -- 
26-Jun-97 -- -- ND ND ND ND ND -- -- ND -- 
18-Sep-97 -- -- ND ND ND ND 3.9 -- -- ND -- 
18-Dec-97 -- -- ND ND ND ND ND -- -- ND -- 
25-Mar-98 -- -- 5.9 3.6 2.7 7.1 ND -- -- ND -- 
03-Jun-98 -- -- ND ND ND ND ND -- -- ND -- 
02-Sep-98 -- -- ND ND ND ND ND -- -- ND -- 
11-Dec-98 -- -- ND ND ND ND ND -- -- ND -- 
24-Mar-99 -- -- ND ND ND ND ND -- -- ND -- 
28-Jun-99 -- -- ND ND ND ND ND -- -- ND -- 
30-Sep-99 -- -- ND ND ND ND ND -- -- ND -- 
16-Dec-99 -- -- ND ND ND ND ND -- -- ND -- 
31-Mar-00 -- -- ND ND ND ND 11.8 -- -- ND -- 
19-Jun-00 -- -- ND ND ND ND ND -- -- ND -- 
21-Sep-00 -- -- ND ND ND ND ND -- -- ND -- 
15-Dec-00 -- -- ND ND ND ND ND -- -- ND -- 
29-Mar-01 -- -- ND ND ND ND ND -- -- ND -- 
25-Jun-01 -- -- ND ND ND ND ND -- -- ND -- 
22-Mar-02 -- -- ND ND ND ND ND ND -- ND -- 
24-Jun-02 -- -- ND ND ND ND ND ND -- ND -- 
24-Sep-02 -- -- ND ND ND ND ND ND -- ND -- 
10-Dec-02 -- -- ND ND ND ND ND ND -- ND -- 
25-Mar-03 -- -- ND ND ND ND ND ND -- ND -- 
26-Jun-03 -- -- ND ND ND ND ND ND -- 174 -- 
25-Sep-03 -- -- ND ND ND ND ND ND -- ND -- 
22-Dec-03 -- -- ND ND ND ND ND ND -- ND -- 
18-Mar-04 -- -- ND ND ND ND ND ND -- ND -- 
15-Jun-04 -- -- ND ND ND ND ND ND -- ND -- 
23-Sep-04 -- -- ND ND ND ND ND ND -- ND -- 
20-Dec-04 -- -- ND ND ND ND ND ND -- 171 -- 
23-Mar-05 -- -- ND ND ND ND ND ND -- ND -- 
21-Jun-05 -- -- ND ND ND ND ND ND -- ND -- 
14-Sep-05 -- -- ND ND ND ND ND ND -- ND -- 
14-Dec-05 -- -- ND ND ND ND ND ND -- ND -- 
22-Mar-06 -- -- ND ND ND ND ND ND -- ND -- 
12-Jun-06 -- -- ND ND ND ND ND ND -- ND -- 
26-Sep-06 -- -- ND ND ND ND ND -- -- ND -- 
14-Nov-06 62.04 -- ND ND ND ND ND ND -- ND ND 

MW-43 
77 ft, 

 4” diameter 

20-Mar-07 59.40 -- ND ND ND ND ND ND ND ND ND 
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Table 2: Dorsey Junction Supply Well Results 

Well 
Location Sampling Date Benzene Toluene Ethylbenzene Xylene MTBE TPH-DRO TPH-GRO

3-Oct-95 ND ND ND ND ND -- -- 

18-Dec-97 ND ND ND ND ND -- -- 

25-Mar-98 ND ND ND ND ND -- -- 

04-Jun-98 ND ND ND ND ND -- -- 

09-Sep-98 ND ND ND ND ND -- -- 

27-Jan-99 ND ND ND ND ND -- -- 

30-Apr-99 ND ND ND ND ND -- -- 

29-Jul-99 ND ND ND ND ND -- -- 

16-Dec-99 ND ND ND ND ND -- -- 

10-Nov-00 ND ND ND ND ND -- -- 

22-Dec-03 ND ND ND ND -- -- -- 

14-Nov-06 ND ND ND ND ND ND ND 

Warehouse 
/ Projects Well 

20-Mar-07 ND ND ND ND ND ND ND 
 

3-Oct-95 ND ND ND ND ND -- -- 

18-Dec-97 ND ND ND ND ND -- -- 

14-Nov-06 ND ND ND ND ND ND ND 
Control Room 

Well 

20-Mar-07 ND ND ND ND ND ND ND 
 

13-May-98 ND ND ND ND -- -- -- 

31-Aug-98 ND ND ND ND -- -- -- 

04-Nov-98 ND ND ND ND -- -- -- 

26-Jan-99 ND ND ND ND -- -- -- 

29-Apr-99 ND ND ND ND -- -- -- 

28-Jul-99 ND ND ND ND -- -- -- 

11-Jul-00 ND ND ND ND -- -- -- 

11-Jul-01 ND ND ND ND ND -- -- 

13-Aug-02 ND ND ND ND ND -- -- 

01-Oct-03 ND ND ND ND ND -- -- 

22-Sep-04 ND ND ND ND ND -- -- 

13-Oct-05 ND ND ND ND ND -- -- 

04-Dec-06 ND ND ND ND ND ND ND 

Kinder Morgan 
Supply Well 

20-Mar-07 ND ND ND ND ND ND ND 
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Table 3: Private Drinking Water Sampling Results near the Colonial Pipeline Dorsey Junction Facility 

Petroleum Constituents of Concern GAC Systems 
Installed Sample location Sample dates MTBE 

(20 ppb – action level) 
Other petroleum 

constituents 
Colonial Pipeline – 04/03/97 1.4  (e) ND 
Colonial Pipeline – 04/23/97 ND ND 
Colonial Pipeline – 07/23/97 ND ND 
Colonial Pipeline – 10/27/97 ND ND 
Colonial Pipeline – 01/14/98 ND ND 
Colonial Pipeline – 07/21/98 ND ND 
Colonial Pipeline – 07/28/98 ND ND 
Colonial Pipeline – 01/25/99 ND ND 
Colonial Pipeline – 07/20/99 ND ND 
Colonial Pipeline – 01/28/00 ND ND 
Colonial Pipeline – 08/02/00 ND ND 
Colonial Pipeline – 02/22/01 ND ND 
Colonial Pipeline – 08/31/01 ND ND 
Colonial Pipeline – 08/23/02 ND ND 

 

 
7529 Morgan Road 

 
(annual) 

Colonial Pipeline – 12/14/06 ND ND 
     

Colonial Pipeline – 04/03/97 ND ND 
Colonial Pipeline – 04/23/97 ND ND 
Colonial Pipeline – 07/23/97 ND ND 
Colonial Pipeline – 10/27/97 ND ND 
Colonial Pipeline – 01/14/98 ND ND 

 

7551 Morgan Road 
 

(annual) 

Colonial Pipeline – 12/13/06 ND ND 
     

 Sampling data received by MDE 
05/18/06 

5.6   

Colonial Pipeline – 06/18/96 2.4 ND 
Colonial Pipeline – 09/26/96 4.4 ND 
Colonial Pipeline – 10/28/96 ND  ND 
Colonial Pipeline – 12/18/96 ND  ND 
Colonial Pipeline – 03/26/97 ND (pre-filter) ND 
Colonial Pipeline – 06/26/97 ND (pre-filter) ND 
Colonial Pipeline – 09/08/97 ND (pre-filter) ND 
Colonial Pipeline – 12/11/97 ND (pre-filter) ND 
Colonial Pipeline – 03/24/98 ND (pre-filter) ND 
Colonial Pipeline – 04/07/98 ND (pre-filter) ND 
Colonial Pipeline – 06/16/98 ND (pre-filter) ND 
Colonial Pipeline – 12/02/98 ND (pre-filter) ND 
Colonial Pipeline – 03/25/99 ND (pre-filter) ND 
Colonial Pipeline – 06/25/99 ND (pre-filter) ND 
Colonial Pipeline – 09/15/99 ND (pre-filter) ND 
Colonial Pipeline – 12/16/99 ND (pre-filter) ND 
Colonial Pipeline – 04/12/00 0.84 (pre-filter) (e) ND 
Colonial Pipeline – 10/31/00 ND (pre-filter) ND 
Colonial Pipeline – 02/22/01 ND (pre-filter) ND 
Colonial Pipeline – 05/29/01 ND (pre-filter) ND 
Colonial Pipeline – 08/31/01 ND (pre-filter) ND 
Colonial Pipeline – 08/23/02 ND (pre-filter) ND 
Colonial Pipeline – 04/02/04 ND (pre-filter) 

1.4 (post-filter) 
ND 

Colonial Pipeline – 05/11/04 ND (pre-filter) 
ND (post-filter) 

ND 

Colonial Pipeline – 04/07/06 ND (pre-filter) 
ND (post-filter) 

ND 

 
GAC installed 

09/1997 

7533 Morgan Road 
 

(semi-annual) 

Colonial Pipeline – 12/14/06 ND (pre-filter) 
ND (mid-filter) 
ND (post-filter) 

ND 

     
Colonial Pipeline – 06/17/96 ND ND 
Colonial Pipeline – 04/23/97 ND ND 
Colonial Pipeline – 07/23/97 ND ND 
Colonial Pipeline – 10/27/97 ND ND 
Colonial Pipeline – 01/14/98 ND ND 
Colonial Pipeline – 06/15/00 ND ND 

 

7539 Morgan Road 
 

(annual) 

Colonial Pipeline – 12/13/06 ND ND 
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Table 3: Private Drinking Water Sampling Results near the Colonial Pipeline Dorsey Junction Facility 

Petroleum Constituents of Concern 
GAC Systems 

Installed Sample location Sample dates MTBE 
(20 ppb – action level) 

Other petroleum 
constituents 

Colonial Pipeline – 04/03/97 ND ND 
Colonial Pipeline – 04/23/97 ND ND 
Colonial Pipeline – 07/31/97 ND ND 
Colonial Pipeline – 11/18/97 ND ND 
Colonial Pipeline – 01/15/98 ND ND 

 

7561 Morgan Road 
 

(annual) 

Colonial Pipeline – 12/13/06 ND ND 
     

Colonial Pipeline – 04/03/97 ND ND 
Colonial Pipeline – 04/23/97 ND ND 
Colonial Pipeline – 07/31/97 ND ND 
Colonial Pipeline – 11/18/97 ND ND 

 

7603 Morgan Road 

Colonial Pipeline – 01/15/98 ND ND 
     

Colonial Pipeline – 04/03/97 110  ND 
Colonial Pipeline – 04/23/97 95  ND 
Colonial Pipeline – 07/23/97 52 (pre-filter) ND 
Colonial Pipeline – 10/27/97 21 (pre-filter) ND 
Colonial Pipeline – 01/14/98 0.6 (pre-filter) (e) ND 
Colonial Pipeline – 05/01/98 52 (pre-filter) ND 
Colonial Pipeline – 07/21/98 25 (pre-filter) ND 
Colonial Pipeline – 10/22/98 12 (pre-filter) ND 
Colonial Pipeline – 01/25/99 5.2 (pre-filter) ND 
Colonial Pipeline – 04/27/99 14 (pre-filter) ND 
Colonial Pipeline – 07/20/99 18 (pre-filter) ND 
Colonial Pipeline – 10/21/99 9.9 (pre-filter) ND 
Colonial Pipeline – 01/28/00 14 (pre-filter) ND 
Colonial Pipeline – 04/26/00 11 (pre-filter) ND 
Colonial Pipeline – 08/01/00 4.8 (pre-filter) (e) ND 
Colonial Pipeline – 10/31/00 4.4 (pre-filter) (e) ND 
Colonial Pipeline – 02/22/01 3.1 (pre-filter) (e) ND 
Colonial Pipeline – 05/29/01 4  (pre-filter) (e) ND 
Colonial Pipeline – 08/31/01 2.6 (pre-filter) (e) ND 
Colonial Pipeline – 12/07/01 0.7 (pre-filter) (e) ND 
Colonial Pipeline – 03/19/02 ND (pre-filter) ND 
Colonial Pipeline – 05/22/02 ND (pre-filter) ND 
Colonial Pipeline – 08/23/02 ND (pre-filter) ND 
Colonial Pipeline – 03/31/03 ND (pre-filter) ND 
Colonial Pipeline – 03/30/04 ND (pre-filter) ND 
Colonial Pipeline – 04/07/06 ND (pre-filter) 

ND (post-filter) 
ND 
ND 

 
GAC installed 

04/1997 

7619 Morgan Road 
 

(annual) 

Colonial Pipeline – 12/14/06 ND (pre-filter) 
ND (post-filter) 

ND 
ND 

     
Colonial Pipeline – 04/03/97 1.1 (e) ND 
Colonial Pipeline – 04/23/97 ND ND 
Colonial Pipeline – 07/23/97 ND ND 
Colonial Pipeline – 10/27/97 ND ND 
Colonial Pipeline – 01/15/98 ND ND 

 

7731 Morgan Road 
 

(annual) 

Colonial Pipeline – 12/13/06 ND ND 
     

Colonial Pipeline – 04/03/97 2.3 (e) ND 
Colonial Pipeline – 04/23/97 0.7 (e) ND 
Colonial Pipeline – 07/23/97 ND ND 
Colonial Pipeline – 10/27/97 2.4 (e) ND 
Colonial Pipeline – 02/06/98 ND ND 
Colonial Pipeline – 05/06/98 ND ND 
Colonial Pipeline – 07/31/98 ND ND 
Colonial Pipeline – 10/22/98 ND ND 
Colonial Pipeline – 03/02/99 ND ND 
Colonial Pipeline – 07/20/99 ND ND 
Colonial Pipeline – 11/16/99 ND ND 
Colonial Pipeline – 04/12/00 ND ND 
Colonial Pipeline – 10/31/00 ND ND 

 

7737 Morgan Road 

Colonial Pipeline – 05/29/01 ND ND 
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