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.01 Definitions. 
A. In this chapter, the following terms have the meanings indicated. 
B. Terms Defined. 

(1) "Affected electric generating unit" means any one of the following coal-fired electric generating units: 
(a) Brandon Shores Units 1 and 2; 
(b) C.P. Crane Units 1 and 2; 
(c) Chalk Point Units 1 and 2; 
(d) Dickerson Units 1, 2, and 3; 
(e) H.A. Wagner Units 2 and 3;  
(f) Morgantown Units 1 and 2; and 
(g) Warrior Run. 

(2) Low Capacity Operations. 
(a) “Low capacity operations” means the operations of an electric generating unit that are at or 

below the low capacity operation limit in megawatts (MW) as specified in Regulation .03D of this chapter. 
(b) “Low capacity operations” includes periods of start-up and shutdown. 

(3) System. 
(a) "System" means all affected electric generating units subject to this chapter that are owned, 

operated, or controlled by the same person.  
(b) “System” must consist of at least two affected electric generating units. 

(4) “30-day rolling average emission rate” means the arithmetic average of all valid hourly emission 
rates of the previous 720 valid hours on a rolling basis.  

(5) “24-hour rolling average emission rate” means an arithmetic average of all the valid hourly rates 
for emission rates recorded from a continuous monitoring system on a rolling 24-hour basis.  

.02 Applicability and Exemptions.  
This chapter applies to the following coal-fired electric generating units: 

(1) Brandon Shores Units 1 and 2; 
(2) C.P. Crane Units 1 and 2; 
(3) Chalk Point Units 1 and 2; 
(4) Dickerson Units 1, 2, and 3; 
(5) H.A. Wagner Units 2 and 3;  
(6) Morgantown Units 1 and 2; and 
(7) Warrior Run. 

.03 General Requirements. 
A. An affected electric generating unit subject to this chapter shall comply with the emission limitations 

for NOx as provided in this regulation. 
B. NOx Emission Limitations. The following rate limits apply when the affected electric generating unit 

is operating above the low capacity operation limit. 
  

Affected Electric Generating Unit 
24-Hour Rolling 

Average NOx Rate 
Limit in lbs/MMBtu 

30-Day Rolling 
Average NOx Rate 

Limit in lbs/MMBtu

Brandon Shores Unit 1 0.10 0.06 

Brandon Shores Unit 2 0.11 0.08 



C.P. Crane Unit 1 
0.35 
0.11* 

0.25 
0.08* 

C.P. Crane Unit 2 
0.35 
0.11* 

0.25 
0.08* 

Chalk Point Units 1 and 2 
0.15 
0.10* 

0.10 
0.08* 

Chalk Point Unit 1 0.10 0.08 

Chalk Point Unit 2 
0.35 
0.10*  

0.30 
0.08* 

Dickerson Units 1, 2 and 3 
0.25  

0.10 * 
0.20 

0.08* 

H.A. Wagner Unit 2 0.35  0.25 

H.A. Wagner Unit 3 0.06  0.05 

Morgantown Unit 1 0.08  0.05 

Morgantown Unit 2 0.10  0.06 

Warrior Run 0.09  0.05 

*Beginning May 1, 2016. 
 

C. Alternative Method of Compliance (System-Wide Emission Averaging). The owner or operator of 
two or more affected electric generating units subject to this regulation may demonstrate compliance with 
the requirements of this regulation through use of system-wide averaging by meeting the following NOx 
emission rate limitations: 

(1) A system-wide NOx emission rate of 0.10 lbs/MMBtu as a 24-hour rolling average; and 
(2) A system-wide NOx emission rate of 0.08 lbs/MMBtu as a 30-day rolling average. 

D. Emissions Control Plan.  
(1) The owner or operator of each affected electric generating unit subject to the requirements of this 

chapter shall submit for approval by the Department and the EPA as a revision to the Maryland State 
Implementation Plan an emissions control plan detailing all actions to be taken to minimize NOx emissions 
for all modes of operation that are low capacity operations as defined in the following table: 
   

Affected Electric Generating Unit 
Low Capacity Operation 

Limit (MW) 
 

Brandon Shores Unit 1 299 

Brandon Shores Unit 2 299 

C.P. Crane Unit 1 99 

C.P. Crane Unit 2 99 

Chalk Point Units 1 and 2 399 

Chalk Point Unit 1 199 

Chalk Point Unit 2 199 

Dickerson Units 1, 2 and 3 99 

H.A. Wagner Unit 2 79 

H.A. Wagner Unit 3 149 

Morgantown Unit 1 224 



Morgantown Unit 2 224 

Warrior Run 89 

 
(2) An emission control plan shall include all of the following information: 

(a) A description of current operations that includes how electric generating units are currently 
being operated in the various seasons of the year, frequency of start-up, shutdown and low capacity 
operation. 

(b) An explanation of start-up and shutdown procedures that includes: 
(i) The time to complete a start-up and shutdown and megawatts achieved; 
(ii) The effectiveness of NOx controls; and 
(iii) A list of all actions that can be taken to minimize NOx emissions. 

(c) A description of low capacity operations that includes: 
(i) The percentage of time a unit operates at low capacity operations; 
(ii) The effectiveness of NOx controls; and 
(iii) A list of all actions that can be taken to minimize NOx emissions.  

(d) Any additional information requested by the Department. 
(3) Emission control plans shall be submitted to the Department not later than 30 days after the 

effective date of this regulation 

.04 Monitoring and Reporting Requirements. 
A. Compliance Demonstration. Compliance with the emission rate limitations in this chapter shall be 

demonstrated with a continuous emission monitoring system that is installed, operated, and certified in 
accordance with 40 CFR Part 75. 

B. Quarterly Reports. 
(1) Beginning 30 days after the first quarter after the effective date of this regulation, each affected 

electric generating unit subject to the requirements of this chapter shall submit a quarterly report to the 
Department detailing the status of compliance with this regulation.  

(2) Each subsequent quarterly report shall be submitted to the Department not later than 30 days 
following the end of the calendar quarter. 

(3) Each quarterly report shall specify any exceedances of the NOx emission rate limitations, the date, 
time and NOx emissions of each exceedance, the reason for the exceedance, and any corrective action 
taken. 

(4) Each quarterly report shall include the number of tons of NOx emissions from each affected 
electric generating unit emitted during the calendar quarter based upon the following operating modes: 

(a) Start-up and shutdown; 
(b) Low capacity operation; and 
(c) Operating parameters above low capacity operation limit. 
 
 
 
 

 Short-Term SO2 Limits - Under Development 

 


