Project Phase | COPR Investigation
Location Dundalk Marine Terminal

Boring No.
DMT-29s

Sample ID

Depth
7.3-9.0
10.0-12.0
14.0-14.8
18.3-19.3
22.5-25.1
26.0-28.6
30.0-32.7
38.0-40.0
15.1-15.3

14.0-14.2
10.0-12.0
18.3-19.3

14.0-14.2

Can No.

CH2M

HILL

WATER CONTENT

Perf by Tim Wenk

Calc. by Tim Wenk

Chk'd by KAS

Wt. of can

Wt. of can (g) + wet soil (g)
50.65 126.28
50.74 121.17
50.81 115.64
50.54 139.7
50.81 120.41
78.21 144.35

105.52 195.75

97.23 178.96
50.49 110.79
50.58 101.38
50.69 233.65
50.79 195.1
51.27 183.94

Date
Date
Date

Wt. of can
+ dry soil (9)

112.41
108.24

102.6
120.81

93.56
116.76
177.06
156.86
110.04

92.01
200.16
164.38

155.82

11/20/2006
11/22/2006
1/29/2007

Water Content

22.46%
22.49%
25.18%
26.88%
62.81%
71.57%
26.13%
37.06%

1.26%

22.62%
22.41%
27.04%

26.90%

File No.

Boring No. DMT-29S
Test Pit No.

Comments



