Project Phase 2 COPR Investigation
Location Dundalk Marine Terminal

Sample ID
TTI-S22N-055060C
TTI-S22N-074079C-1
TTI-S22N-074079C-2
TTI-S22N-074079C-3
TTI-S22N-074079C-4
TTI-S22N-074079C-5
TTI-S22N-074079C-6
TTI-S22N-074079C-7

Depth
55-6

7.4 -
7.4 -
7.4 -
7.4 -
7.4 -
7.4 -
7.4 -

7.9
7.9
7.9
7.9
7.9
7.9
7.9

WATER CONTENT

Wt. of can (g)
54.13
51.44
51.38
51.51
50.26
51.15
51.45
54.26

CH2M HILL

Perf by

Calc. by

Chk'd by

Wt. of can

+ wet soil (g)
181.91
250.37
238.22
220.96
215.54
216.39
221.87
227.17

WHM

WHM

LC

Wt. of can

+dry soil (g)
151.28
207.95
202.91
179.61
167.43
182.87
182.73
190.86

Date
Date
Date

Water Content %
31.53
27.10
23.30
32.28
41.06
25.45
29.81
26.58

7/12/2007
7/15/2007
7/23/2007

Comments

File No.

Boring No. TTI-S22
Test Pit No.



