Project Phase 2 COPR Investigation

Location Dundalk Marine Terminal

Sample ID
TTI-SO9N
TTI-SO9N
TTI-SO9N
TTI-SO9N
TTI-SO9N
TTI-SO9N
TTI-SO9N
TTI-SO9N
TTI-SO9N
TTI-SO9N

Depth
08-1.6
16-24
24-34
45-5.0
5.1-55
5.7-6.0
75-78
6.2-7.0
8.0-9.0

11.0-115

WATER CONTENT

Wt. of can (g)
50.67
50.62
54.85
51.02
51.46
51.59
51.25

52
52.29
52.12

CH2M HILL

Perf by
Calc. by
Chk'd by

Wt. of can

+ wet soil (g)
151.63
161.43
166.76
186.4
192.05
168.14
173.95
165.75
170.28
212.26

WHM
WHM
LC

Wt. of can

+dry soil (g)
146.81
156.21
146.38
161.62
167.53
156.32
145.97
139.31
139.84
173.74

Date
Date
Date

Water Content %
5.01
4,94
22.27
22.41
21.13
11.29
29.54
30.28
34.77
31.67

7/17/2007
7/26/2007
7/29/2007

Comments

File No.

Boring No.
Test Pit No. TTI-SO9N



