DETAIL E-6  FILTER LOG

SECTION

3 IN.
FILTER LOG

AREA TO BE PROTECTED

FLOW
12 IN. MIN.
2 IN. X 2 IN. STAKES

SECTION

3 IN.
FILTER LOG

AREA TO BE PROTECTED

FLOW
TRENCH INTO GROUND 4 IN. MIN.
2 IN. X 2 IN. STAKES

WOOD MULCH OR COMPOST TO ½ HEIGHT OF LOG

UNTRENCHED INSTALLATION

OR

ENTRENCHED INSTALLATION*

*THIS APPLICATION MAY NOT BE USED WITH LOGS SMALLER THAN 12 IN.

ISOMETRIC VIEW

MULCH OR COMPOST FOR UNTRENCHED LOGS

AREA TO BE PROTECTED

SHEET FLOW

FILTER LOG

WORK AREA

PLAN

1 OF 2

MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

U.S. DEPARTMENT OF AGRICULTURE
NATURAL RESOURCES CONSERVATION SERVICE
2011

MARYLAND DEPARTMENT OF ENVIRONMENT WATER MANAGEMENT ADMINISTRATION